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Bi-Color SurfBi-Color SurfBi-Color SurfBi-Color SurfBi-Color Surface Mount LED Lampsace Mount LED Lampsace Mount LED Lampsace Mount LED Lampsace Mount LED Lamps

• Excellent on/off contrasts
• Superbright Red and High Intensity

Green
• High Light Output
• Reliable and Rugged
• IC Compatible

MAXIMUM RAMAXIMUM RAMAXIMUM RAMAXIMUM RAMAXIMUM RATINGS (TTINGS (TTINGS (TTINGS (TTINGS (Ta = 25°C)a = 25°C)a = 25°C)a = 25°C)a = 25°C)

OPTOPTOPTOPTOPTO-ELECTRICAL CHARAO-ELECTRICAL CHARAO-ELECTRICAL CHARAO-ELECTRICAL CHARAO-ELECTRICAL CHARACTERISTICS (TCTERISTICS (TCTERISTICS (TCTERISTICS (TCTERISTICS (Ta = 25°C)a = 25°C)a = 25°C)a = 25°C)a = 25°C)

PART NO. MATERIAL LENS
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REVERSE
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PEAK WAVE
LENGTH

typ. @mA typ. max. @mA µA Vr nm

MTSM635KM-URUG
(UR) GaAlAs Water Clear 120° 30.0 20 1.9 2.5 20 100 5 660

(UG) GaP Water Clear 120° 30.0 20 2.1 3.0 20 100 5 567

MTSM635K-HRG
(HR) GaAsP/GaP Water Clear 120° 20.0 20 2.1 3.0 20 100 5 635

(G) GaP Water Clear 120° 18.0 20 2.1 3.0 20 100 5 567

PART NO.
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STORAGE
TEMPERATURE (Tstg)

(ºC)

MTSM635KM-URUG* 30 5.0 85 -25~+85 -25~+100

MTSM635K-HRG 30 5.0 85 -25~+85 -25~+100

* URUG pin out: reversed polarity

Pad Layout


