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Miniature Aluminum Electrolytic Capacitors
REDUCED SIZE, EXTENDED RANGE 
LOW PROFILE, RADIAL LEAD, POLARIZED

FEATURES
•  LOW PROFILE APPLICATIONS
•  HIGH STABILITY AND PERFORMANCE

NRE-LS Series

CHARACTERISTICS

LEAD SPACING AND DIAMETER (mm)
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STANDARD PRODUCT AND CASE SIZE TABLE D φ x  L  (mm)
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PERMISSIBLE RIPPLE CURRENT
(mA rms AT 120Hz AND 85oC)
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MAXIMUM ESR
(Ω) AT 120Hz 120Hz/20oC

D(.aiDesaC ∅) 5 3.6 8 01 5.21 61 81

d(.aiDsdaeL ∅) 5.0 5.0 6.0 6.0 6.0 8.0 8.0
)F(gnicapSdaeL 0.2 5.2 5.3 0.5 0.5 5.7 5.7

.miD α 5.0 5.0 5.0 5.0 5.0 5.0 5.0

.miD β 5.1 5.1 5.1 5.1 5.1 0.2 0.2

dφ ± 0.05Insulation Sleeve

F ± 0.5

  Dφ ± α4mm
 Min.

15mm Min.   L + β max.

Polarity Marking

NRELS  102  M  35V  16X16  F...
                                                           RoHS Compliant
                                                       Case Size (Dφ x L)
                                          Working Voltage (Vdc)
                                   Tolerance Code (M=20%)
                           Capacitance Code: First 2 characters
                           signifi cant, third character is multiplier
             Series

PART NUMBER SYSTEM

RoHS 
Compliant

includes all homogeneous materials

*See Part Number System for Details

PRECAUTIONS
Please review the notes on correct use, safety and precautions found on pages T10 & T11 

of NIC’s  Electrolytic Capacitor catalog. 
Also found at www.niccomp.com/precautions  

If in doubt or uncertainty, please review your specifi c application - process details with 
NIC’s technical support personnel: tpmg@niccomp.com 


