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CHARACTERISTICS   TC = 25 OC

SYMBOL NONETEST CONDITIONS MINIMUM TYPIC
BVCBO IC = 50 mA 65

BVCER IC = 50 mA            RBE = 10 Ω 60

BVCEO IC = 50 mA 35

BVEBO IE = 10 mA 4.0

ICES VCB = 50 V

hFE VCE = 5.0 V              IC = 1.0 A 20

COB VCB = 30 V                                       f = 1.0 MHz

PG

IMD3

VCE = 25 V          IC = 2.5 A              f = 225 MHz
POUT = 20 W

8.0
-51

NPN SILICON RF POWER TRANSISTOR

TVV020

DESCRIPTION:
The ASI TVV020 is Designed for
Television Band III Applications up
to 225 MHz.

FEATURES:
•  Common Emitter
•  PG = 8.0 dB at 20 W/225 MHz
•  Omnigold™ Metalization System

MAXIMUM RATINGS
IC 8.0 A

VCEO 35 V

VCES 60 V

VEBO 4.0 V

PDISS 140 W @ TC = 25 OC

TJ -65 OC to +200 OC

TSTG -65 OC to +150 OC

θθθθJC 1.5 OC/W

PACKAGE  STYLE  .500 4L STUD
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AL MAXIMUM UNITS
V
V
V
V

5.0 mA
120 ---

85 pF

dB
dBc

E: ASI10659

MAXIMUM

.505 / 12.83

.180 / 4.57

.007 / 0.18

inches / mm

.425 / 10.80

1.050 / 26.67

.130 / 3.31

.290 / 7.37
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PLANE

.230 / 5.84

2 / 15.80

0 / 18.29

S


