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• Designed for Infineon’s PEB22824 and PEB22825 octal 10Base-S, 8 port chipsets

FEATURES 

BLOCK DIAGRAM 

Description Passband Frequency
Impedance

Ω

HPF 900kHz to 8MHz 120

TX BPF 900kHz to 8MHz 40

RX BPF 4MHz to 8MHz 270
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ELECTRICAL SPECIFICATIONS@25°C
OPERATING TEMPERATURE -40°C TO +85°C
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NOTES: 1. Transhybrid loss >15dB min
 2. Incorporates xDSL choke >35dB min, provides 1500 Vrms isolation voltage
 3. Miniature footprint for increased line card density
 4. Provides isolation of SELV and TNV3 cicuits in accordance with IEC 60950, EN60950, UL 60950, ACA TS001 and 
  AS/NZS 60950 at working voltage of 120Vrms
 5. For compliance in accordance with clause 6.4 of UL 60950, devices for protection in the event of power line crosses must be
  provided by the end installation, limiting current energy to 100A2-s (max) and current to 1.3A (max)
 6. End system compliance to IEC 60950, EN 60950, UL 60950, ACA TS001 and AS/NZS 60950 is the responsibility of the installer
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MECHANICAL
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Signal Name Channel 1 Channel 2 Channel 3 Channel 4

Line + Pin 2 Pin 6 Pin 10 Pin 14

Line - Pin 3 Pin 7 Pin 11 Pin 15

TX+ Pin 29 Pin 27 Pin 21 Pin 19

TX- Pin 30 Pin 28 Pin 22 Pin 20

RX+ Pin 31 Pin 25 Pin 23 Pin 17

RX- Pin 32 Pin 26 Pin 24 Pin 18

N/C Pins 1 & 4 Pins 5 & 8 Pins 9 & 12 Pins 13 & 16


