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ISDN S Interface Hybrid
APC8866D

SCHEMATIC

ELECTRICAL SPECIFICATIONS@25°C  

Turns 
Ratio
±5%

Primary 
Inductance

mH min

Leakage 
Inductance

Primary Xfmr 
DCR 

Ω ±20%

Secondary
Xfmr DCR

Ω ±20%

Secondary
Total DCR

Ω ±20%

Choke

TX RX TX RX
Pins 
1 - 3

Pins 
4 - 6

Inductance 
per line
mH nom

DCR 
per line

Ω ±20%

1CT : 2.5 20 12.5 1.2 1.8 2.62 3.33 127 10.2K 0.05 0.6

ELECTRICAL SPECIFICATIONS @25° C
OPERATING TEMPERATURE 0° TO +70° C

NOTE:  ISOLATION PRI:SEC
 4200 Vrms IEC60950/EN60950 QUALIFIED (REINFORCED)
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ALL DIMENSIONS IN INCHES [MM].
TOLERANCE ±0.2MM UNLESS OTHERWISE STATED.
PIN DIAMETER 0.75MM MAX

MECHANICAL

ISDN S Interface Hybrid
APC8866D

1.516
[38.50]

max

0.157
[4.00]

1.200
[30.48]

0.571
[14.50]

0.787
[20.00]

max

0.600
[15.24]

0.400
[10.16]

0.200
[5.08]

4 places

0.600
[15.24]

0.500
[12.70]

0.100
[2.54]

4 places

0.150
[3.81]

2 places
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