
MR-16 Low Voltage Halogen Lamp with Reflector

D E S C R I P T I O N A N D F E A T U R E S

E L E C T R I C A L C H A R A C T E R I S T I C S

Part No. Volts Watts Beam Angle
(Foot Candles)

Luminous Intensity
Life Hours

CM8-A281 6.0 5.00 30° Spot 150 50
ESX/FG 12.0 20.0 12° N Spot 4000 4000
BAB/FG 1.0 20.0 38° Flood 790 4000
FMT/FG 12.0 35.0 12° N Spot 700 4000

FMW/FG
EXT/FG 12.0

12.0
50.0
35.0

12° N Spot
38° Flood

11000
1450

4000
4000

ENL/FG
EXN/FG
FNV/FG 12.0

12.0
12.0 50.0

50.0
50.0 60° W Flood

38° Flood
28° Spot 3600

2250
950 4000

4000
4000

EXZ/FG 12.0 50.0 24° Spot 4200 4000

Standard clear
unpatterned
glass cover All dimensions in inches.
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America:
CML Innovative Technologies,Inc.
147 Central Avenue
Hackensack -NJ 07601 -USA
Tel:1-201-489 -8989
Fax:1-201-489 -6911
e-mail:americas@cml-it.com

Europe:
CML Technologies GmbH &Co.KG
Robert-Bunsen-Str.1
67098 Bad Dürkheim -GERMANY
Tel:+49 (0)6322 9567-0
Fax:+49 (0)6322 9567-88
e-mail:europe@cml-it.com

Asia:
CML Innovative Technologies,Inc.
61 Aida Street
Singapore 459975
Tel:(65)9630 -5003
e-mail:asia@cml-it.com

CML-IT reserves the right to make specification revisions that enhance the design and/or performance of the product
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