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 Electrical Specifications (TAMB= 25°C)

Outline Drawing

Features
• high dynamic range
• wide bandwidth, 0.4 to 3.0 GHz
• low noise figure 1.5 dB typ.
• 1dB compression, +19 dBm
• medium IP3
• reverse voltage connection protected
• over-voltage transient protected
• thermal over-load protected
• low cost

Applications
• buffer amplifier
• LO amplifierss for mixers
• cellular
• PCN
• general purpose small signal
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ZX60-3011Amplifier
50Ω     400 to 3000 MHz

CASE STYLE: GC957

NEW!

ZX60-3011 0.4-1.0 15.0 12           ±.70 1.4 2.5 21.5 19.5 +15 31 1.7 1.6 12 120 GC957 139.95
1.0-1.7 13.5 11           ±1.0 1.5 2.5 21.5 19.5 +15 31 1.7 1.6 12 120
1.7-2.4 11.5 9           ±1.0 1.7 2.6 21.0 18.5 +15 31 1.7 1.6 12 120
2.4-3.0 10.0 7.5           ±.70 1.8 2.8 20.4 18.0 +15 31 1.7 1.6 12 120

Maximum Ratings
Operating Temperature -40°C to +85°C case

-40°C to +60°C ambient

Storage Temperature -55°C to +100°C

DC Voltage 6.5V min. to 15V max.

Input Power (no damage) 15 dBm

Power 1.12W typ at 12V
1 Other voltages available in the 6.5 to 20V range, please contact factory.

A B C D E F G H J
0.74 .75 .46 1.18 .04 .17 .45 .59 .33
18.8 19.1 11.6 30.0 1.0 4.3 11.4 14.9 8.3

K L M N P Q R wt.
.21 .22 .18 1.00 .37 .18 .09 grams
5.3 5.6 4.6 25.4 9.4 4.6 2.3 23.0

Low Noise



 Typical Performance Curves at 25°C ZX60-3011
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