
Adam Technologies, Inc.

909 Rahway Avenue • Union, New Jersey 07083 • T: 908-687-5000 • F: 908-687-5710 • WWW.ADAM-TECH.COM 205

ø.142
[3.60]

.118 [3.00]

.236 
[6.00]

.118 [3.00]

.453
[11.50]

.402
[10.20]

.204
[5.20]

.208 
[5.30]

.693 [17.60]
.138 
[3.50]

ø.236
[6.00]

.197
[5.00]

.210 
[5.30]

.531 [13.50]

.362 
[9.20]

ø.236 
[6.00]

.126 [3.20]

.276 
[7.00]

.209 
[5.30]

.193 
[4.90]

ø.142 
[ø3.60]

RECOMMENDED PCB LAYOUT

RECOMMENDED PCB LAYOUT

.137 [3.50]

.354 
[9.00]

.394 
[10.00]

.472 [12.00]

.197 
[5.00]

.157 
[4.00]

.551 
[14.00]

.551 [14.00]

ø.236 
[6.00]

ø.142 
[3.60]

RECOMMENDED PCB LAYOUT

ø.142
[3.60]

ø.075 
[1.90]

.456 [11.60]
.317 [8.05]

.096 [2.45] .045
[1.15]

.242 [6.15]

.047 
[1.20]

.118
[3.00] .197

[5.00]

.275 
[7.00]

ø.275
[7.00]

.276
[7.00]

.394 
[10.00]

.157 [4.00]

.315 [8.00]

.118 
[3.00]

ø.059
[1.50] 

POSTS

.472
[12.00]

.059 
[1.50]

.138
[3.50]

.453
[11.50]

.197
[5.00]

.394
[10.00]

ø.051
[1.30]

ø.051 [ø1.30] (5X)

.033
[0.85]

.453 
[11.50]

RECOMENDED PCB LAYOUT

.118 
[3.00]

ø.059 
[1.50]

3 PLCS
.453 [11.50]

.256 [6.50]
.157 [4.00]

.256 
[6.50]

.157 
[4.00]

ø.051 [1.30]
.098 
[2.50]

.378 
[9.60]

.201 [5.10] .177 [4.50]

1
3
11
10
2

1

10
2

3
1

2

3
11

1

2

1

2

3
1

10
2

SCHEMATIC

CONTACT FORM FORM 2 FORM 3 FORM 3A FORM 4A FORM 4B FORM 5

ASJ-1

ASJ-5

ASJ-6

M6 THREAD
OPTIONAL

M6 THREAD
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3.5mm AUDIO JACKS
STEREO & MONO EARPHONE JACKS

ASJ SERIES

ASJ-1

ASJ-5

ASJ-37

ASJ-6

Recommended PCB Layout

Recommended PCB Layout

Recommended PCB Layout

Recommended PCB Layout

Contact Form Form 2 Form 3 Form 3A Form 4A Form 4B Form 5

Schematic

ASJ-1-3

ASJ-5-4A

ASJ-37-5-M

ASJ-6-5
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Recommended PCB Layout
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3.5mm AUDIO JACKS
STEREO & MONO EARPHONE JACKS

ASJ SERIES

ASJ-41

ASJ-7-5

ASJ-40-4A

ASJ-41-5

Recommended Solder Pad Layout
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ASJ-15-4B



Adam Technologies, Inc.

909 Rahway Avenue • Union, New Jersey 07083 • T: 908-687-5000 • F: 908-687-5710 • WWW.ADAM-TECH.COM 207

øY 

X 

1.389 [35.30] 1.389 [35.30] 

X 

øY 

MONO AUDIO PLUG STEREO AUDIO PLUG 

ASP-2.5-S-SR 

ASP-3.5-S-SR 

.468 [11.90] 

.590 [15.00] 

X Y 

ø.098 [2.50] 

ø.137 [3.50] 

PART No. 

ASP-3.5-M-SR 

ASP-2.5-M-SR 

PART No.  

ø.098 [2.50] 

ø.137 [3.50] .590 [15.00] 

.468 [11.90] 

X Y 

.197
[5.00]

ø.102
[2.60]

.453 
[11.50]

.276 
[7.00]

ø.157
[4.00]

.067 
[1.70]

.173 
[4.40]

.059 
[1.50]

.276 
[7.00]

.427 [10.85]

.197 [5.00] .091 [2.30]

.067 
[1.70]

.031
[0.80]

.197 
[5.00] 

ø.157 
[4.00] 

ø.039 
[1.00] 

.472 [12.00] 

.157 
[4.00] 

.059 
[1.50] 

.098 
[2.50] 

.295 [7.50] 

.453 [11.50] 

.340 
[8.60] 

.157 
[4.00] 

.299 
[7.60] 

.079 [2.00] 
ø.047  
[1.20] 

.291 
[7.40] 

.252 
[6.40] 

ø.102 
[2.60] 

.035
[0.90]

.110 [2.80]

2
1

5

4
3

.354 
[9.00]

.158 [4.00]

.394 
[10.00]

.157 
[4.00]

.295 
[7.50]

ø.157 
[4.00]

.197 
[5.00]

.197 
[5.00]

.157 
[4.00]

.295 
[7.50]

.295 
[7.00] .216 

[5.50]

.236 
[6.00]

.531 [13.50]

ø.102
[2.60]

2.6mm AUDIO JACKS
STEREO & MONO EARPHONE JACKS

ASJ SERIES

Recommended Solder Pad Layout

Recommended Solder Pad Layout

Mono Audio Plug Stereo Audio Plug

ASJ-38

ASJ-18

ASJ-18-4B

ASJ-38-5

ASJ-12

Recommended Solder Pad Layout

ASJ-12-5


