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ZTA4.00MG-TF

ZTT4.00MG-TF

Body diameter D 10.0 max.

Body height A 7.5 max.

Lead dimensions d1xh 0.5x0.3±0.1

Lead in tape L1 3.0 min.

Component pitch P 12.7±0.5

Hole pitch Po 12.7±0.2

Hole centre to lead P1 3.85±0.5

Hole centre to component P2 6.35±0.5

Lead spacing F 5.0,+0.5,-0.2

Tape deviation h 0±1.0

Carrier tape width W 18.0±0.5

Hold-down tape width Wo 6.0 min.

Hole position W1 9.0±0.5

Hold-down tape width W2 0,+0.5,-0

Tope to reference distance Ho 18.0±0.5

Reference to top H1 26.0 max.

Hole diameter Do Ø4.0±0.2

Total tape thickness t 0.6±0.2

Deviation across body centre s 0±0.1
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Item Code
Dimensions

(mm)

Body diameter D 10.0 max.

Body height A 6.0 max.

Lead dimensions d1xh 0.5x0.3±0.1

Lead in tape L1 3.0 min.

Component pitch P 12.7±0.5

Hole pitch Po 12.7±0.2

Hole centre to lead P1 3.85±0.5

Hole centre to component P2 6.35±0.5

Lead spacing F 5.0,+0.5,-0.2

Tape deviation h 0±1.0

Carrier tape width W 18.0±0.5

Hold-down tape width Wo 6.0 min.

Hole position W1 9.0±0.5

Hold-down tape width W2 0,+0.5,-0

Tope to reference distance Ho 18.0±0.5

Reference to top H1 24.5 max.

Hole diameter Do Ø4.0±0.2

Total tape thickness t 0.6±0.2

Deviation across body centre s 0±0.1

D

D

Item Code
Dimensions
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EUROQUARTZ CERAMIC RESONATORS

TAPE SPECIFICATIONS

EUROQUARTZ LIMITED Blacknell Lane CREWKERNE Somerset UK TA18 7HE
Tel: +44(0)1460 230000 Fax: +44(0)1460 230001 Email: sales@euroquartz.co.uk www.euroquartz.co.uk


