
SPECIFICATION
MPS-65-3.3  MPS-65-5 MPS-65-7.5 MPS-65-12 MPS-65-13.5 MPS -65-15 MPS-65-24 MPS-65-27 MPS-65-48MODEL

OUTPUT

FREQUENCY RANGE

EFFICIENCY(Typ.)INPUT

VIBRATION

MTBF

DIMENSIONOTHERS

NOTE

PACKING

3.3V 5V 7.5V 12V 13.5V 15V 24V 27V 48V

12A 12A 8A 5.2A 4.7A 4.2A 2.7A 2.4A 1.35A

39.6W 60W 60W 62.4W 63.5W 63W 64.8W 64.8W 64.8W

80mVp-p 100mVp-p     100mVp-p     100mVp-p    100mVp-p    100mVp-p 100mVp-p     100mVp-p     100mVp-p

3.0% 3.0% 3.0% 2.0%

2.0%

2.0% 2.0%

2.0%

2.0%

2.0%

2.0%

2.0%

2.0%

2.0%

1.0% 1.0% 1.0% 1.0% 1.0% 1.0% 1.0% 1.0% 1.0%

3.0% 3.0% 3.0% 2.0%

66% 74% 76% 77% 78% 79% 80% 80% 80%

SAFETY STANDARDS

Note.2

Note.3

ENVIRONMENT

SAFETY &

EMC

PROTECTION

MPS-65 Series

Low Cost, Open Frame 65W
EN60601 (Medical) Approved 
AC/DC Power Supplies
Key Features:
• Universal AC Input - Full Range
• EN60601, UL2601 (Medical) Approved
• 65W Ouput Power
• Low Leakage Current, <  0.3 mA
• Fixed Switching Frequency (45 kHz)
• >359 kHrs MTBF
• LOW COST!
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MPS-65Low Cost, EN60601 (Medical) Approved, 65W AC/DC Power Supplies Series
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