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American Accurate Components, Inc. 

Power Divider 

                                  Coaxial

 

Broadband Power Divider  (SMA Connectors) 
 

 Fre q ue n cy N-Wa y I ns ertio n I so lat ion A mp litu de P ha se Po we r Po we r In p ut O ut pu t S ize 
 Ran g e  Lo ss B ala n ce Ba la nc Fo rwa rd Re ve rse V S WR V SWR L x W x H 

P/ 

 (GHz)  (d B ) (d B) (±d B ) (±°) (W) (W)   (mm) 
   max min ma x ma x      

J XWB GF -T-2 -5 0 0 -2 0 0 0-2 0 .5 -2 2 0. 5 2 0 0 . 2 2 1 0 2 1 .2 5 1 .2 5 4 x2 8x1 0 
JX WB GF-T-4-5 0 0-2 0 00 0 .5 -2 4 1. 0 2 0 0 . 3 3 1 0 2 1 .2 5 1 .2 7 6 x5 6x1 0 
JX WB GF-T-8-5 0 0-2 0 00 0 .5 -2 8 1. 5 2 0 0 . 3 3 1 0 2 1 .4 1 .2 1 0 3 x1 08 x1 0 
JX WB GF-T-2-8 0 0-2 0 00 0 .8 -2 .0 2 0. 5 2 0 0 . 2 3 1 0 2 1 .2 5 1 . 25 3 3 x3 9x1 0 

J XWB GF -T-4 -8 0 0 -2 0 0 0-2 0 .8 -2 .0 4 0. 8 2 0 0 . 4 6 1 0 2 1 .4 1 .4 4 6 x6 6x1 0 
JX WB GF-T-6-8 0 0-2 0 00 0 .8 -2 .0 6 1. 6 1 8 0 . 5 8 1 0 2 1 .6 1 .6 9 2 x8 6x1 0 
JX WB GF-T-8-8 0 0-2 0 00 0 .8 -2 .0 8 1. 4 1 8 0 . 6 1 

0
1 0 2 1 .6 1 .6 5 7x1 2 0 x1 0 

JXW BG F-T-1 6 -80 0 -20 0 0 0 .8 -2 .0 1 6 2. 0 1 8 0 . 8 1 
5

1 0 2 1 .7 1 .7 7 7x2 2 1 x1 0 
J XWB GF -T-2 -8 0 0 -2 5 0 0-2 0 .8 -2 .5 2 0. 5 2 0 0 . 2 2 1 0 2 1 .2 5 1 . 25 3 8 x4 2x1 4 
JX WB GF-T-4-8 0 0-2 5 00 0 .8 -2 .5 4 0. 8 2 0 0 . 4 4 1 0 2 1 .4 1 .4 4 8 x6 0x1 4 
JX WB GF-T-6-8 0 0-2 5 00 0 .8 -2 .5 6 1. 9 1 8 0 . 9 8 1 0 2 1 .6 1 .6 9 0 x9 2x1 4 
JX WB GF-T-8-8 0 0-2 5 00 0 .8 -2 .5 8 1. 2 2 0 0 . 4 4 1 0 2 1 .5 1 .5 6 8 x11 8x 14 
JXW BG F-T-1 6 -80 0 -25 0 0 0 .8 -2 .5 1 6 2. 0 1 8 0 . 8 1 

5
1 0 2 1 .7 1 .7 8 0x2 2 0 x1 4 

JXW BG F-T-2 -1 00 0 -40 0 0 1 -4 2 0. 5 2 0 0 . 3 2 1 0 2 1 .3 1 .2 2 8 x2 8x1 0 
JXW BG F-T-4 -1 00 0 -40 0 0 1 -4 4 0. 8 2 0 0 . 3 4 1 0 2 1 .3 1 .2 4 3 x5 6x1 0 
JXW BG F-T-8 -1 00 0 -40 0 0 1 -4 8 1. 5 2 0 0 . 4 4 1 0 2 1 .3 5 1 . 25 6 3x1 0 8 x1 0 
JXW BG F-T-2 -2 00 0 -80 0 0 2 -8 2 0. 8 2 0 0 . 3 4 1 0 2 1 .3 1 .2 2 8 x2 8x1 0 
JXW BG F-T-3 -2 00 0 -80 0 0 2 -8 3 1. 0 1 8 0 . 6 - 1 0 2 1 .4 1 .3 6 6 .5 x3 7. 5x 10

JXW BG F-T-4 -2 00 0 -80 0 0 2 -8 4 1. 4 1 8 0 . 4 4 1 0 2 1 .4 1 .3 5 0 x5 6x1 0 
JXW BG F-T-6 -2 00 0 -80 0 0 2 -8 6 1. 8 1 8 1 . 0 6 1 0 2 1 .4 1 .3 8 8 x8 3x1 0 
JXW BG F-T-8 -2 00 0 -80 0 0 2 -8 8 1. 9 1 8 0 . 7 7 1 0 2 1 .6 1 .3 6 3x1 0 8 x1 0 

J XWB G F-T-1 2-2 0 00 -8 00 0 2 -8 1 2 2. 3 1 8 1 . 0 7 1 0 2 1 .6 1 .3 8 8x1 5 9 x1 0 
J XWB G F-T-2 -40 0 0-1 8 00 0 4-1 8 2 0. 8 1 8 0 . 4 5 1 0 2 1 .5 1 .5 3 6 x2 4x1 0 
J XWB G F-T-4 -40 0 0-1 8 00 0 4-1 8 4 1. 6 1 8 0 . 5 8 1 0 2 1 .6 1 .5 60 x5 0 .5 x1 0 

 
Notes: 
1.   Operating Temperature: -55 ºC to +85 ºC, Storage Temperature: -55 ºC to +95 ºC. 
2.   Applications: Indoor, 0-95%RH. 
3.   Forward power is tested with the output VSWR 1.5:1 of the loads. The power handling will be cut down when 

the output port connect with a high VSWR. Ensure the output VSWR<1.5, avoiding output port open or short. 
4.   The power handling capability is 10 watts when used as divider with the load VSWR<1.2, the power handling 

down to 2 watts when used as combiner. 
5.   Ensure connectors to be in flat connection with outer connectors, suggest to use a torque wrench. 


