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Metric Dimensions (mm) are indicated in parentheses.

Sav-Con® Connector Savers
MIL-DTL-38999 Series III, MIL-STD-1760

Design Features:

•  Incorporates all MIL-STD-D38999 Series III
design features.

•  Intermateable with D38999/20, /24, and /31 Connectors

•  Insert Arrangement 25-20 compatible with
MIL-STD-1553 Aircraft Multiplex Data Bus.

Designed to Mate with MIL-STD-1760 Lanyard Release
Plug Connectors per MIL-STD-D38999/31

1.875
(47.6)
MAX

1.6250-0-1P-0.3L-TS-2B
Thread

1.6250-0.1P-0.3L-TS-2A
Thread

.520 Max
Fully Mated

Indicator
Band-Red

1.875
(47.6)
MAX

Grounding Ring

.415 (10.5)
.374 (9.5)

94 1-021 NF 25 20 P A X

Series No.

Class
1 = Environmental
2 = Hi Rel

Basic Part No.

Finish Symbol
(See Page G-6)

If using fiber optics in
Channels U and Y
(Supplied without electrical
contacts in these cavities)
Omit for non-fiber use

Alternate Position
A, B, C, D, E (Omit for Normal)

P = Pins, Plug Side
S = Sockets, Plug Side

Insert Arrangement

Shell Size Code

Designed to Mate with
MIL-STD-1760

Lanyard Release
Plug Connectors per

MIL-STD-38999/31
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MIL-DTL-38999 Series III, MIL-STD-1760

INSERT
FACE VIEW

3 x No. 8 AWG Twinax 4 x No. 12 AWG Coax

10 x No. 20 AWG Twinax

13 x No. 16 AWG Twinax

Shell
Size
Code

J

Shell
Size
Ref

25

Insert
Arrangement

Dash No.

25-20

Total
Number of
Contacts

30

Contact Size (AWG)

20

10

16

13

12 (Coax)

4

8 (Twinax)

3

Quantity

20-20 INSERT ARRANGEMENT


