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•  Designed for use with Level One’s LXT901 Chip

•  Robust design allows to withstand current soldering proflies

•  Complies with or exceeds IEEE 802.3, 10Base-T Standards 
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Electrical Parameters @ 25° C
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•   † Referenced to the Output Level Fundamental Frequency @ 5 MHz   •

Insertion
Loss †

(dB Max.)

1-10 MHz

-1/-1

Xmit/Rcv

Return
Loss

(dB Min.)

5-10 MHz

-15/-15

Xmit/Rcv

@ 25 MHz

-14/-9

Xmit/Rcv

Common Mode
Rejection
(dB Min.)

30-100 MHz

Xmit/Rcv

-30/-30

@ 30 MHz

-24/-15

Xmit/Rcv

Cut-Off
Frequency

(MHz)

± 1.0

17/17

Xmit/Rcv

Attenuation
(dB Min.)

@ 20 MHz

-5/-4

Xmit/Rcv

@ 40 MHz

-30/-24

Xmit/Rcv

PCA
EPE6313S
Date Code

.540
(13.72)

.270
(6.86)

.240
(6.10)

.350
(8.89)

.010/.015
(.254/.381)

.050
(1.27)

.370
(9.40)

.016/.022
(.406/.559)

.008/.012
(.203/.305)

.095
(2.41)

0°-8°

.035
(.889)

Suggested
Solder Pad

Layout

.030
(.762)

.150
(3.81)

.420
(10.67)

.055
(1.40)

.050
(1.27)

.150
(3.81)
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100 Ω100 Ω

Transmit Channel

9
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100 Ω
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6

LPF7

1 :   2

50 Ω

Crosstalk
(dB Min.)

-30

1-10 MHz

Between Channels


