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Compu-shield  Modular Jacks
• Shielded  

Variations

Footprint Configurations

Ten-Contact, 
Ten-Position
Shielded
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Fifteen-Contact, 
Fifteen-Position
Shielded

.050 [1.27]x14 .045 [1.14]Øx15

.100 [2.54]

CL
.128 [3.25]Øx2

.400
[10.16]

.800
[20.32]

.100 [2.54]Øx2

Twenty-Five-Contact, 
Twenty-Five-Position
Shielded

.050 [1.27]x24 .100 [2.54]

.045 [1.14]Øx25

.200 [5.08]

.180 [4.57]

.128 [3.25]Øx2

.100 [2.54]Øx2

.900
[22.86]

1.300
[33.02]

Six-Contact, 
Six-Position
Shielded

.025 [.635]

.100 [2.54]Ø

.128 [3.25]Øx2

.050 [1.27]x5
.100 [2.54]

.180 [4.57]

.350
[8.89]

.200 [5.08]

Dimension Chart

.100 [2.54]

.805 [20.45]

.370 [9.40]

.096Ø HOLE
TAP # 4-40

KEYING
A

.025 [.635]

.050 [.127]x7 .100
[2.54]

.200
[5.08]

.180
[4.57].500

[12.70]

CL

.120Ø HOLE
TAP # 6-32

.128 [3.25]Ø

.100 [2.54]Ø

.012x.025 [0.30x0.64]
PH-BR CONTACTS:
GOLD PLATED OVERALL

Eight-Contact, 
Eight-Position
Shielded

Description Options

Series Contacts Contact Shielding Flange Options Keying Hole Tap
Inserted Positions (4/6)

NF LF TLF FF

61 06 06 • • • • • • •
61 08 08 • • • • • • •
61 10 10 • • • • • • •
61 15 15 • • • • • • •
61 25 25 • • • • • • •

Quick Reference Chart

Other options 
(consult Stewart)

Hole tap
(consult Stewart)

Keying
(consult Stewart)

Grounding post

Flange options

How to Order

Part prefix

Series

Number of contacts 
inserted

• 06, 08, 10, 15, 25
Number of contact 
positions

• 06, 08, 10, 15, 25

SS – 61 08 08 – LF P – 5 – 4/6 – XEXAMPLE:

Description A

6-position 1.090 [27.69]

8-position* 1.210 [30.73]

10-position 1.310 [33.27]

15-position 1.540 [39.12]

25-position 2.080 [52.83]

*Shown

All dimensions are in inches with metric values in brackets.
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62 Series

Variations

Compu-shield  Modular Jacks
• Shielded  • Vertical

Footprint Configuration

No Flange
(NF) LF

TLF FF

.235 [5.97]

.275 [6.99]

.025 [.635]

.600 [15.24]

.100 [2.54]

.050 [1.27]

A

.012x.025 [0.30x0.64]
PH-BR CONTACTS:
GOLD PLATED OVERALL

B

C

2 6

PLASTIC SNAP
LOCATORx2

.370 [9.40]

.076 [1.93]

GROUND
POST

(OPTIONAL)

.805 [20.45]

.100 [2.54]

KEYING

Six-Contact, 
Six-Position
Shielded

Description Options

Series Contacts Contact Shielding Flange Options Keying Hole Tap
Inserted Positions (4/)

NF FF

62 06 06 • • • • •
62 10 10 • • • • •

Quick Reference Chart

Description A B C

6-position* .650 [16.51] .550 [13.97] .600 [15.24]

10-position .870 [22.10] .770 [19.56] .800 [20.32]

Dimension Chart

Flange Options

.100[2.54]

.800[20.32]

.025[.635]

.050[1.27]

.770[19.56]

.235[

*Shown

Other options 
(consult Stewart)

Hole tap
(consult Stewart)

Keying
(consult Stewart)

Grounding post

Flange options

How to Order

Part prefix

Series

Number of contacts 
inserted

• 06, 10
Number of contact 
positions

• 06, 10

SS – 62 06 06 – FF P – 5 – 4/ – XEXAMPLE:

All dimensions are in inches with metric values in brackets.

Ten-Contact, 
Ten-Position
Shielded


