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NC

30A

30A

30A

 A

40A

100A

40A

C

NO

40A

100A

40A

C- A-

Ag Alloy

30A 14VDC  ( 1C)

40A 14VDC  ( 1A)

75VDC

40A

420W(1C) 560W(1A)

Max 100m .  6VDC 1A

100,000 

10,000,000 

Min.100M   500VDC

500VAC,1min 

500VAC,1min 

Max.5ms

Max.3ms

-40 ~ +85 C

2100m/s

10 -55Hz,  1.5mm

21g

15g( )
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5.  20 C

6.  (  mm)

CMA4       -    S    -   DC 9V    -   A   -     E

4. 

 
E-
U-
 

C- A-

 

S - 
-

 

14.88

5.35

3.75

3
.7

3

1
1

.8
7

4.08

12.28

2
.3

34

15.9

5.9

4.2

3
.3

1
2

.1

2.2

13.2

2
.2

4

6 2X1.1

2X1.8

3X2.2

3X1.6

2XO1.4

19.0Max 24.0Max

1
8

.5
M

a
x

3
.5

M
a

x

22.0Max 26.5Max

2
2
.3

M
a
x

3
.2

M
a
x

(8mm)  (11 mm)

     1 A
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     VDC   VDC   VDC

6
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12
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0.6
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1.2

2.4

CMA4-(S)-DC6V

CMA4-(S)-DC9V

CMA4-(S)-DC12V

CMA4-(S)-DC24V

22.5

51.0

90.0

360

3.6

5.4

7.8

14.4

mW
     
    +/-10%
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7. CMA4 
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