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Specifications Subject to Change Without Notice.

V2.00

FP-16

CTL RF +

RF1 RF2

0.500

0.110
(2.79) TYP

PIN 1

6 EQUAL SPACES
@ 0.100 (2.54)

TOLERANCE
NON-CUMULATIVE

0.325
(8.26)
MIN

ODD
COLORED

BEAD PIN 14

0.820 ± 0.005
(20.83 ± 0.13)

0.015 ± 0.005
(0.38 ± .13)

DIA 14 PLACES

0.070
(1.78)

(0.150)
(3.81)
MAX

Features
Low Insertion Loss, 0.8 dB Typical
Fast Switching Speed, 20 ns Typical
Ultra Low DC Power Consumption, 0.07mA Typical
CMOS Driver
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●
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Guaranteed Specifications*

Operating Characteristics

Ordering Information

Dimensions in (  ) are in mm.
Unless Otherwise Noted: .xxx = ± 0.010 (.xx = ± 0.25)

.xx = ± 0.02 (.x = ± 0.5)
WEIGHT (APPROX.):   0.14 OUNCES   4 GRAMS

*All specifications apply when operated with bias voltage of +8 VDC
and 50 ohms impedance at all RF ports.

MIL-STD-883 screening available.

Part No.
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V2.00

Typical Performance
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INSERTION LOSS

ISOLATION 

VSWR 

+85°C

+25°C
-55°C

Control Input Condition of Switch
“1” = Logic High RF Common To

CMOS Each RF Port
RF1 RF2

0 ON OFF
1 OFF ON

Truth Table

Schematic 
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