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The Silent Blow Gun Concept
¥ Built-in silencer tip ensures low noise level, 79 dBA
¥ Low air consumption, 150 l/min. (5.3 C.F.M.)
¥ Unique valve design allows a fully variable flow
¥ Latest ergonomic design
¥ High tensile materials for tough handling

CEJN SERIES 205 STAR-TIP BLOW GUN

PART NO. DESCRIPTION INLET NOZZLE PRICE
LENGTH

11-205-3100 With Integrated Silencer 1/4Ó BSP 90mm / 4Ó £13.30

CEJN Series 205 Star-Tip Blow Gun

SPECIFICATIONS
Max. working pressure 12 bar (175 PSI)
Air consumption at 6 bar (87 PSI) 150 l/min. (5.3 C.F.M.)
Noise level at 6 bar (87 PSI) 79 dBA
Temperature range -20¡C to + 80¡C ( -4¡F to + 176¡F)

DIMENSIONS PART NO. MAX OUTLET INLET NOZZLE PRICE
PRESSURE LENGTH

11-205-1500 2.0 bar** (30 PSI) 1/4Ó BSP 490mm / 20Ó £32.70

11-205-1510 3.5 bar (50 PSI) 1/4Ó BSP 490mm / 20Ó £32.70

11-205-1300 2.0 bar** (30 PSI) 1/4Ó BSP 320mm / 13Ó £29.05

11-205-1310 3.5 bar (50 PSI) 1/4Ó BSP 320mm / 13Ó £29.05

11-205-1100 2.0bar** (30 PSI) 1/4Ó BSP 90mm / 4Ó £24.60

11-205-1110 3.5 bar (50 PSI) 1/4Ó BSP 90mm / 4Ó £20.65

THE SAFETY RANGECEJN SERIES 205

SPECIFICATIONS
Max. working pressure 12 bar (174 PSI)
Temperature range -20¡C to + 80¡C (-4¡F to + 176¡F)
Air consumption at 2 bar (30 PSI) reduction* 155 l/min. (4 C.F.M.)     
Air consumption at 3.5 bar (50 PSI) reduction* 170 l/min (6 C.F.M.)
* 6 bar (87 PSI) inlet pressure

CEJN Series 205 Safety Blow Guns
With Built-in Regulator for Extra Safety 

** MEETS THE OSHA REQUIREMENTS


