Thomas&Betts

IDC Systems
Female Sockets

FEMALE SOCKET CONNECTOR
WITH 30p INCHES GOLD

100" x .100" CENTERS

@ N

LR92984  E60980
PHYsICAL PROPERTIES
INsuLATION MATERIAL: Glass filled thermoplastic
rated UL 94V-0 (OPTIONAL)
CoLoR: Blue STRAIN RELIEF

ConTacTs: Beryllium copper 30y inches minimum (— —> :j;.

gold over 50y inches nickel in contact zone;
tin/lead over nickel in termination area

ELECTRICAL PROPERTIES 2263; (%é—?)
CURRENT RATING: 1 Amp SOCKET CONNECTOR AFTER CRIMPIN-G
INSULATION RESISTANCE: >1 x 10° Ohms @ 500 VDC o A =.10 WITH STRAIN RELIEF
DIELECTRIC STRENGTH: >1000 VRMS at sea level [ 1=.004) »
|
ENVIRONMENTAL PROPERTIES _T
TEMPERATURE RATING: -55'C TO 125°C 1210
BEFORE CRMPING 1410 g MM
CABLE REQUIREMENTS WITHOUT STRAIN RELIEF (.556) 413)
AFTER CRIMPING
See Pages 108-120 H WITHOUT STRAIN RELIEF
MATING CONNECTORS
HEeADERS: See pages 24-42 #1 CONTACT j L ,‘ 3.80 ENTRAL WITHIN (010)
MALE IDC: See pages 45-47 INDEX MARK G (150)
ACCESSORIES THIS SLOT IS OMITTED
. ON SIZES 14 & SMALLER
POLARIZATION KEY, PULL TAB & STRAIN RELIEF: See 381
page 14 715 127 THIS SLOT IS OMITTED
#1 CONTACT (150 050] ON SIZES 6 & SMALLER

APPLICATION TOOLING POSITION
HAND TooL: 779-2100 575 IF}EIWI 50

use Die 779-2151 (f;_lg.)MAx L gﬁ ';5' ;‘ s: |]
BENCH PRESS (MANUAL):  779-3200 e {g-{Eg-{Eg

use Platen 779-3130 v r E&Q Ji 254+ 13

use Base Plate 779-3151 {100+ .005)
BENCH PRESS (PNEUMATIC): 779-3500XT 2.54+ .13

TYP.
use Platen 779-3130 (.100+.0085)
use Base Plate 779-3151 — B

Ordering Information

CATALOG NUMBERS DIMENSIONS IN MM (INCHES)
SOCKET POLARIZED POLARIZED !
SOCKET CONN. W/ SOCKET SOCKET W/ B
CONN. STRAIN RELIEF CONN. STRAIN RELIEF
622-0400 622-0401 622-0430 622-0441 04 9.58 (.377) 2.54 (.100) 1.90 (.075)
622-0600 622-0601 622-0630 622-0641 06 12.12 (.477) 5.08 (.200) 1.90 (.075)
622-1000 622-1001 622-1030 622-1041 10 17.20 (.677)  10.16 (.400) 3.20 (.126)
622-1200 622-1201 622-1230 622-1241 12 19.74 (.777)  12.70 (.500) 3.80 (.150)
622-1400 622-1401 622-1430 622-1441 14 22.28 (.877)  15.24 (.600) 3.80 (.150)
622-1600 622-1601 622-1630 622-1641 16 24.81 (.977)  17.78 (.700) 3.80 (.150)
622-2000 622-2001 622-2030 622-2041 20 29.90 (1.177) 22.86 (.900) 3.80 (.150)
622-2400 622-2401 622-2430 622-2441 24 34.96 (1.377) 27.94(1.100) 3.80 (.150)
622-2600 622-2601 622-2630 622-2641 26 37.52 (1.477) 30.48 (1.200)  3.80 (.150)
622-3000 622-3001 622-3030 622-3041 30 42.40 (1.677) 35.56 (1.400) 3.80 (.150)
622-3400 622-3401 622-3430 622-3441 34 47.68 (1.877) 40.64 (1.600)  3.80 (.150)
622-3600 622-3601 622-3630 622-3641 36 50.22 (1.977) 43.18(1.700)  3.80 (.150)
622-4000 622-4001 622-4030 622-4041 40 55.30 (2.177) 48.26 (1.900)  3.80 (.150)
622-4400 622-4401 622-4430 622-4441 44 60.38 (2.377) 53.34(2.100)  3.80 (.150)
622-5000 622-5001 622-5030 622-5041 50 68.00 (2.677) 60.95 (2.400)  3.80 (.150)
622-6000 622-6001 622-6030 622-6041 60 80.70 (3.177) 73.66 (2.900)  3.80 (.150)
622-6400 622-6401 622-6430 622-6441 64 85.78 (3.377) 78.74(3.100)  3.80 (.150)
Thomas & Betts Electronics/OEM Division Tel: 901-252-5000 Fax: 901-252-1312 Dimensions shown are for reference only. Dimensions are in millimeters (inches).



