
RE
LA

YS
 &

 C
O

N
TA

CT
O

RS

RELAYS & CONTACTORS

2008 KELE CATALOG • www.kele.com • USA 888-397-5353 • International 901-382-6084 693

PTF08A-E for use with relay LY1, LY2
HoId-down clip: PYC-A1
Weight: 0.11 lb (0.05 kg)

Mounting DIN rail or surface mount 
Rated voltage 250V
Rated current PTF/P2RF-05 10A; 

PTF08 15A; P2RF-08 5A
Dielectric strength 1500V
Material Polyphenylene

Terminals M3.5 screws with captive
wire clamps

Wire size Up to 2 12 AWG
Agency approvals UL-recognized component,

File #E87929; CSA certified,
File #LR31928; CE certified
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Two Mounting Holes
0.18 (0.46) dia

OMRON RELAY SOCKETS
PTF, PF, P2RF SERIES

PTF14A-E for use with relay LY4
HoId-down clip: PYC-A1
Weight: 0.17 lb (0.08 kg)

INDIVIDUAL SPECIFICATIONS
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Two Mounting Holes
0.18 (0.46) diaPTF11A for use with relay LY3

HoId-down clip: PYC-A1
Weight: 0.13 lb (0.06 kg)

GENERAL SPECIFICATIONS
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PF083A-E for use with relay MK2
HoId-down clip: PFC-A1
Weight: 0.01 lb (0.004 kg)
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OMRON RELAY SOCKETS
PTF, PF, P2RF SERIES

MODEL DESCRIPTION
PTF08A-E SPDT and DPDT blade relay socket, DIN rail/surface mount (LY1 and LY2 relays)
PTF11A 3PDT blade relay socket, DIN rail/surface mount (LY3 relays)
PTF14A-E 4PDT blade relay socket, DIN rail/surface mount (LY4 relays)
PF083A-E 2PDT pin relay socket, DIN rail/surface mount (MK2 relays)
PF113A-E 3PDT pin relay socket, DIN rail/surface mount (MK3 relays)
P2RF-05-E SPDT relay socket, DIN rail/surface mount (G2R-1 relay)
P2RF-08-E DPDT relay socket, DIN rail/surface mount (G2R-2 relay)
PYC-A1 Hold-down clip (LY relays)
PFC-A1 Hold-down clip (MK relays)

RELATED PRODUCTS
BAM-1000 Aluminum DIN rail
DIN-3F Steel DIN rail
NBS Series Block spades

INDIVIDUAL SPECIFICATIONS (CONTINUED)

PF113A-E for use with relay MK3
HoId-down clip: PFC-A1
Weight: 0.11 lb (0.05 kg)
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P2RF-05-E for use with relay G2R-1
Weight: 0.13 lb (0.06 kg) 4
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P2RF-08-E for use with relay G2R-2
Weight: 0.13 lb (0.06 kg) 6

7

8 M3 or
0.14 (0.36)
dia hole

1.40
(3.6)

0.14 (0.36)
dia hole

Eight M3.5

2.40
(6.1) max

2.48
(6.3) max

0.63
(1.60) max

0.16
(0.4)

3.37
(8.6)
max.

3

2

45

1

Terminal
Arrangement

Mounting
Holes

in
(cm)

ORDERING INFORMATION
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