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HIGH FREQUENCY LEADED OR SURFACE MOUNT

CERAMIC RESONATORS

HX Z T   and A S Z T

Dimensions:
Inches (mm)

Frequency Range  (Fo) 1.26 MHz -16.0 MHz 1.8 MHz - 8.0 MHz
Operating Temperature (TOPR) -20°C to + 80°C (See Options)

Storage Temperature (TSTO) -40°C to +85°C
Frequency Tolerance @ 25°C ±0.5% max.
Frequency Stability over Temp. ± 0.3% max.
Load Capacitance CL  30 pF
Aging in 10 Years ± 0.3% max.

PARAMETERS HXZT ASZT

FEATURES:
• Excellent Environmental Resistance.
• Low Resonant impedance; Low Cost.

X X ZT or AXCR -        Frequency -    Operating Temperature -    Packaging

- T
Tape and Reel

-D for 
-40°C to + 85°C (±0.5% max)
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Environmental and mechanical specifications on page 68, Group 5.     
Marking, see page 79.   

HXZT

ASZT

RECOMMENDED
LAND PATTERN

TEST 
CIRCUIT 

HIGH FREQUENCY LEADED OR SURFACE MOUNT • BUILT-IN CAPACITORS

CERAMIC RESONATORS

ACR    and A S CR

Dimensions: Inches (mm)
Frequency Range  (Fo) 1.8 MHz -  8.0 MHz

Operating Temperature (TOPR) -20°C to + 80°C (See Options)

Storage Temperature (TSTO) -40°C to +85°C
Frequency Tolerance @ 25°C ±0.5% max.
Frequency Stability over Temp. ± 0.3% max.
Aging in 10 Years ± 0.3% max.
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PARAMETERS ACR  and ASCR

FEATURES:
• Excellent Environmental Resistance;  Low Cost.
• Built-in Capacitors to save Space & Components.

ACR

ASCR

RECOMMENDED
LAND PATTERN

TEST CIRCUIT 

See Note and Ordering Options (Specify Part Number) at bottom of page.

Blank or S

HX or AS
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Contact us for
higher or lower

frequencies.

XX.XXX MHz
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