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ASPI-06P

STANDARD SPECIFICATIONS:

APPLICATIONS:FEATURES:

6.8 x 7.3 x 3.0 mmPb RoHS 
Compliant 

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 
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• Lowest DCR/uH in this package size
• Frequency range up to 5.0MHz
• Handles high transient current spikes without saturation 
• Ultra low buzz noise due to composite construction 

• Notebook/Desktop/Server applications
• Low profile, high current power supplies
• Battery powered devices 
• DC/DC converter for FPGA          

PARAMETERS
ABRACON P/N: ASPI-06P-xxx Series
Operating temperature: -55°C to + 125°C
Storage temperature: -55°C to + 125°C

(μH)  (％％ .pyT )A( )
5.23 %02 ±01.0
0.62 %02 ± 51.0
0.42 %02 ±02.0
0.32%02 ± 22.0
0.02 %02 ± 33.0
5.71 %02 ±74.0
5.51 %02 ±86.0
0.31 %02 ±28.0
0.11 %02 ±00.1

0.9 %02 ± 05.1
0.8 %02 ±02.2
0.8%02 ±05.2
0.6 %02 ±03.3
5.5 %02 ±07.4
5.4 %02 ±08.6
0.4%02 ± 02.8
0.3 %02 ±00.01

a. Inductance Decrease Current: The current at inductance ≦ 20% drop of initial value.
b. Temperature Rise Current: the current as the core temperature rises to 40℃ Max.
c. Test Freq. : 200KHz / 0.25V.

5.7 )0460.0( 0860.0 M2R8-P60-IPSA
0.7 )0201.0( 0501.0M001-P60-IPSA

0.01 )0730.0( 0040.0M7R4-P60-IPSA
0.8 )0450.0( 0060.0M8R6-P60-IPSA

0.31 )5810.0( 0220.0 M5R2-P60-IPSA
5.31 )0820.0( 0030.0M3R3-P60-IPSA

0.81)0410.0( 0510.0M5R1-P60-IPSA
0.41 )0810.0( 0020.0M2R2-P60-IPSA

0.42 )7600.0( 0800.0M28R-P60-IPSA
0.22 )0900.0( 0010.0M0R1-P60-IPSA

0.62 )0400.0( 2400.0M74R-P60-IPSA
0.52)0500.0( 5500.0M86R-P60-IPSA

0.04 )5200.0( 1300.0 M22R-P60-IPSA
0.03 )5300.0( 9300.0M33R-P60-IPSA

52.0
0.14 )4200.0( 0300.0M02R-P60-IPSA

Inductance Decrease 
Current

Temperature
Rise Current

(Ω)  MAX (Typ.) (A) Typ. 

Inductance Tolerance DC Resistance

 )5100.0( 7100.0M01R-P60-IPSA 60.0
)9100.0( 5200.0M51R-P60-IPSA

Part#

OPTIONS AND PART IDENTIFICATION: 
(Left blank if standard)

M ±20%

Please refer to the 
Tables above.

T Tape and Reel

Tolerance
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ASPI-06P
6.8 x 7.3 x 3.0 mmPb RoHS 

Compliant 

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 
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OUTLINE DRAWING:

TAPE & REEL: Tape and reel 1,000pcs/reel

Dimensions: mm

Dimensions: Inches
                     (mm)

XXX

A (mm) B (mm) K (mm) P (mm) W (mm)
7.6 ± 0.1 7.6 ± 0.1 3.8 ± 0.1 12.0 ± 0.1 16.0 ± 0.3ASPI-06P

ABRACON P/N


