
Parameter Symbol Typ Unit

Repetitive peak off-state
voltages 

VDRM
VRRM

400 V

Average on-state current IT(AV) 2.5 A

RMS on-state current IT(RMS) 4.0 A

Non-repetitive peak 
on-state current ITSM 33 A

Max. Operating Junction
Temperature Tj 110 oC

Storage Temperature Tstg -45~150 oC

X0402DE

GENERAL DESCRIPTION

Parameter Symbol Test   Conditions Min Typ Max Unit

Repetitive peak off-state voltages VDRM
VRRM

— 400 — V

Average on-state current IT(AV) half sine wave; Tmb< 103 oC — 2.5 — A

RMS on-state current IT(RMS) all conduction angles — 4.0 — A

On-state voltage VTM IT=8.0A tp=380μs — 1.4 1.80 V

Holding current IH VD =12 V; IGT = 0.1 A — — 5.0 mA

Latching current IL VD =12 V; IGT = 0.1 A 6.0 — — mA

Gate trigger current IGT VD =12 V; IT = 0.1 A — — 200 uA

Gate trigger voltage VGT VD =12 V; IT = 0.1 A — 0.8 1.5 V

4A SCRS

Thanks to highly sensitive triggering levels, the
X04 SCR series is suitable for all applications
where the available gate current is limited, such as
capacitive discharge ignitions, motor control in kitchen 
aids, overvoltage crowbar protection in low power supplies...
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