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!Note • Please read rating and !CAUTION (for storage, operating, rating, soldering, mounting and handling) in this catalog to prevent smoking and/or burning, etc.
• This catalog has only typical specifications because there is no space for detailed specifications. Therefore, please approve our product specifications or transact the approval sheet for product specifications before ordering.

Safety Recognized/High Voltage Ceramic Capacitors
Type KY (Basic Insulation) -IEC60384-14 Class X1, Y2-

■ Features
1. We design capacitors in much more compact size than
    type KH, having reduced the diameter by 25% max.
2. Operating temperature range guaranteed up to 125
    degrees (UL: 85 deg.).
3. Dielectric strength:
      AC2000V (In case of lead spacing F=5mm)
      AC2600V (In case of lead spacing F=7.5mm)
4. Class X1/Y2 capacitors which are recognized by 
    UL/CSA/BSI/SEMKO/SEV/VDE/FIMKO/NEMKO/DEMKO/
    NSW.
5. Coated with flame-retardant epoxy resin (conforming
    to UL94V-0 standard).
6. Cost-saving automatic insertion available.
7. Available product for RoHS Restriction
    (EU Directive 2002/95/EC).

■ Applications
1. Ideal for use as X/Y capacitors for AC line filter 
    and primary-secondary coupling on switching power 
    supplies and AC adapters.
2. Ideal for use on D-A isolation and noise absorption
    for DAA modems without transformers.
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■ Standard Recognition

UL

CSA

BSI

SEMKO

SEV

VDE

FIMKO

NEMKO

DEMKO

NSW
(SAA)

Standard No. Recognized No. Rated Voltage

 

AC250V(r.m.s.)

The recognition number might change by the revision of the application
standard and the change within the range of acquisition.

UL1414

E384-14

EN60065 (8.8, 14.2)
EN132400

EN132400

IEC60384-14
(2nd Edition)

E37921

LR44559

227935

507224

05.0742

91890,
91892,
91894,
91896

189014 A1

P96100479

305182-02

6824/2

■ Marking

t Manufactured Date Code

Class Code          X1Y2

Rated Voltage Mark           250~

e Capacitance Tolerance

w Nominal Capacitance
(Under 100pF : Actual value, 
100pF and over : Marked with 3 figures)

q Type Designation   KY

r Company Name Code

472M
KY250~
X1 Y2

865

q

w e

rt
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• This PDF catalog is downloaded from the website of Murata Manufacturing co., ltd. Therefore,  it’s specifications are subject to change or our products in it may be discontinued without advance notice. Please check with our 
sales representatives or product engineers before ordering.

• This PDF catalog has only typical specifications because there is no space for detailed specifications. Therefore, please approve our product specifications or transact the approval sheet for product specifications before ordering.
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Lead Spacing F=7.5mm

Part Number
AC Rated
Voltage

(Vac)

Temp.
Char.

Capacitance
(pF)

Body
Dia. D
(mm)

Lead
Spacing F

(mm)

Body
Thickness T

(mm)

Lead
Package

Long Bulk

Lead
Package

Short Bulk

Lead
Package
Taping (1)

DE21XKY100JpppM02 250 SL 10 ±5% 8 max. 7.5 5.0 max. A3B B3B N3A

DE21XKY150JpppM02 250 SL 15 ±5% 8 max. 7.5 5.0 max. A3B B3B N3A

DE21XKY220JpppM02 250 SL 22 ±5% 8 max. 7.5 5.0 max. A3B B3B N3A

DE21XKY330JpppM02 250 SL 33 ±5% 8 max. 7.5 5.0 max. A3B B3B N3A

DE21XKY470JpppM02 250 SL 47 ±5% 8 max. 7.5 5.0 max. A3B B3B N3A

DE21XKY680JpppM02 250 SL 68 ±5% 8 max. 7.5 5.0 max. A3B B3B N3A

DE2B3KY101KpppM02 250 B 100 ±10% 7 max. 7.5 5.0 max. A3B B3B N3A

DE2B3KY151KpppM02 250 B 150 ±10% 7 max. 7.5 5.0 max. A3B B3B N3A

DE2B3KY221KpppM02 250 B 220 ±10% 7 max. 7.5 5.0 max. A3B B3B N3A

DE2B3KY331KpppM02 250 B 330 ±10% 7 max. 7.5 5.0 max. A3B B3B N3A

DE2B3KY471KpppM02 250 B 470 ±10% 7 max. 7.5 5.0 max. A3B B3B N3A

DE2B3KY681KpppM02 250 B 680 ±10% 8 max. 7.5 5.0 max. A3B B3B N3A

DE2E3KY102MpppM02 250 E 1000 ±20% 7 max. 7.5 5.0 max. A3B B3B N3A

DE2E3KY152MpppM02 250 E 1500 ±20% 7 max. 7.5 5.0 max. A3B B3B N3A

DE2E3KY222MpppM02 250 E 2200 ±20% 8 max. 7.5 5.0 max. A3B B3B N3A

DE2E3KY332MpppM02 250 E 3300 ±20% 9 max. 7.5 5.0 max. A3B B3B N3A

DE2E3KY472MpppM02 250 E 4700 ±20% 10 max. 7.5 5.0 max. A3B B3B N3A

DE2F3KY103MpppM02 250 F 10000 ±20% 14 max. 7.5 5.0 max. A3B B3B N3A

Three blank columns are filled with the lead and packaging codes. Please refer to the 3 columns on the right for the appropriate code.

Individual specification code "M02" expresses "simplicity marking and guarantee of dielectric strength between lead wires: AC2600V". 

Murata part numbers might be changed depending on lead code or any other changes. Therefore, please specify only the type name (KY) and capacitance of products

in the parts list when it is required for applying safety standard of electric equipment.

Lead Spacing F=5mm

Part Number
AC Rated
Voltage

(Vac)

Temp.
Char.

Capacitance
(pF)

Body
Dia. D
(mm)

Lead
Spacing F

(mm)

Body
Thickness T

(mm)

Lead
Package

Long Bulk

Lead
Package

Short Bulk

Lead
Package
Taping (1)

DE21XKY100JpppM01 250 SL 10 ±5% 8 max. 5.0 5.0 max. A2B B2B N2A

DE21XKY150JpppM01 250 SL 15 ±5% 8 max. 5.0 5.0 max. A2B B2B N2A

DE21XKY220JpppM01 250 SL 22 ±5% 8 max. 5.0 5.0 max. A2B B2B N2A

DE21XKY330JpppM01 250 SL 33 ±5% 8 max. 5.0 5.0 max. A2B B2B N2A

DE21XKY470JpppM01 250 SL 47 ±5% 8 max. 5.0 5.0 max. A2B B2B N2A

DE21XKY680JpppM01 250 SL 68 ±5% 8 max. 5.0 5.0 max. A2B B2B N2A

DE2B3KY101KpppM01 250 B 100 ±10% 7 max. 5.0 5.0 max. A2B B2B N2A

DE2B3KY151KpppM01 250 B 150 ±10% 7 max. 5.0 5.0 max. A2B B2B N2A

DE2B3KY221KpppM01 250 B 220 ±10% 7 max. 5.0 5.0 max. A2B B2B N2A

DE2B3KY331KpppM01 250 B 330 ±10% 7 max. 5.0 5.0 max. A2B B2B N2A

DE2B3KY471KpppM01 250 B 470 ±10% 7 max. 5.0 5.0 max. A2B B2B N2A

DE2B3KY681KpppM01 250 B 680 ±10% 8 max. 5.0 5.0 max. A2B B2B N2A

DE2E3KY102MpppM01 250 E 1000 ±20% 7 max. 5.0 5.0 max. A2B B2B N2A

DE2E3KY152MpppM01 250 E 1500 ±20% 7 max. 5.0 5.0 max. A2B B2B N2A

DE2E3KY222MpppM01 250 E 2200 ±20% 8 max. 5.0 5.0 max. A2B B2B N2A

DE2E3KY332MpppM01 250 E 3300 ±20% 9 max. 5.0 5.0 max. A2B B2B N2A

DE2E3KY472MpppM01 250 E 4700 ±20% 10 max. 5.0 5.0 max. A2B B2B N2A

Three blank columns are filled with the lead and packaging codes. Please refer to the 3 columns on the right for the appropriate code.

Individual specification code "M01" expresses "simplicity marking and guarantee of dielectric strength between lead wires: AC2000V". 

Murata part numbers might be changed depending on lead code or any other changes. Therefore, please specify only the type name (KY) and capacitance of products

in the parts list when it is required for applying safety standard of electric equipment.

• This PDF catalog is downloaded from the website of Murata Manufacturing co., ltd. Therefore,  it’s specifications are subject to change or our products in it may be discontinued without advance notice. Please check with our 
sales representatives or product engineers before ordering.

• This PDF catalog has only typical specifications because there is no space for detailed specifications. Therefore, please approve our product specifications or transact the approval sheet for product specifications before ordering.
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