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• Low profile package
• Built-in strain relief
• Low inductance
• Typical ID less than 1.0µA above 11V
• Plastic package has Underwriters Laboratory Flammability

Classification 94V-O
• High temperature soldering : 260°C /10 seconds at terminals
• Pb free product are available : 99% Sn can meet RoHS environment
   substance directive request

Case: JEDEC DO-214AA, Molded plastic over passivated junction
Terminals: Solder plated, solderable per MIL-STD-750, Method 2026
Polarity: Indicated by cathode band
Standard packing: 12mm tape (E1A-481)
Weight: 0.003 ounce, 0.093 gram

NOTES:
A.Mounted on 5.0mm2 (.013mm thick) land areas.
B.Measured on 8.3ms, and single half sine-wave or equivalent square wave ,duty cycle=4 pulses per minute maximum

Ratings at 25°C ambient temperature unless otherwise specified.
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GLASS PASSIVATED JUNCTION SILICON ZENER DIODES
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8.6ZE2BMS1 8.6 64.6 41.7 2 5.37 007 00.1 00.5 00.4 6002 BMS

5.7ZE2BMS1 5.7 31.7 88.7 2 5.66 007 05.0 00.5 00.5 7002 BMS

2.8ZE2BMS1 2.8 97.7 16.8 2 0.16 007 05.0 00.5 00.6 8002 BMS

7.8ZE2BMS1 7.8 72.8 41.9 2 0.85 007 05.0 00.4 06.6 8A02 BMS

1.9ZE2BMS1 1.9 56.8 65.9 3 0.55 007 05.0 00.3 00.7 9002 BMS

01ZE2BMS1 01 05..9 05.01 4 0.05 007 52.0 00.3 06.7 0102 BMS

11ZE2BMS1 11 54.01 55.11 4 5.54 007 52.0 00.1 04.8 1102 BMS

21ZE2BMS1 21 04.11 06.21 5 5.14 007 52.0 00.1 01.9 2102 BMS

31ZE2BMS1 31 53.21 56.31 5 5.83 007 52.0 05.0 09.9 3102 BMS

41ZE2BMS1 41 03.31 07.41 6 7.53 007 52.0 05.0 06.01 4102 BMS

51ZE2BMS1 51 52.41 57.51 7 4.33 007 52.0 05.0 04.11 5102 BMS

61ZE2BMS1 61 02.51 08.61 8 2.13 007 52.0 05.0 02.21 6102 BMS

71ZE2BMS1 71 51.61 58.71 9 4.92 057 52.0 05.0 00.31 7102 BMS

81ZE2BMS1 81 01.71 09.81 01 8.72 057 52.0 05.0 07.31 8102 BMS

91ZE2BMS1 91 50.81 59.91 11 3.62 057 52.0 05.0 04.41 9102 BMS

02ZE2BMS1 02 00.91 00.12 11 0.52 057 52.0 05.0 02.51 0202 BMS

22ZE2BMS1 22 09.02 01.32 21 8.22 057 52.0 05.0 07.61 2202 BMS

42ZE2BMS1 42 08.22 02.52 31 8.02 057 52.0 05.0 02.81 4202 BMS

52ZE2BMS1 52 57.32 52.62 41 0.02 057 52.0 05.0 00.91 5202 BMS

72ZE2BMS1 72 56.52 53.82 81 5.81 057 52.0 05.0 06.02 7202 BMS

82ZE2BMS1 82 06.62 04.92 81 0.71 057 52.0 05.0 03.12 8202 BMS

03ZE2BMS1 03 05.82 05.13 02 6.61 0001 52.0 05.0 05.22 0302 BMS

33ZE2BMS1 33 53.13 56.43 32 1.51 0001 52.0 05.0 01.52 3302 BMS

63ZE2BMS1 63 02.43 08.73 52 9.31 0001 52.0 05.0 04.72 6302 BMS

93ZE2BMS1 93 50.73 59.04 03 8.21 0001 52.0 05.0 07.92 9302 BMS

34ZE2BMS1 34 58.04 51.54 53 6.11 0051 52.0 05.0 07.23 3402 BMS

74ZE2BMS1 74 56.44 53.94 04 6.01 0051 52.0 05.0 08.53 7402 BMS

15ZE2BMS1 15 54.84 55.35 84 8.9 0051 52.0 05.0 08.83 1502 BMS

65ZE2BMS1 65 02.35 08.85 55 0.9 0002 52.0 05.0 06.24 6502 BMS

06ZE2BMS1 06 00.75 00.36 85 5.8 0002 52.0 05.0 06.54 0602 BMS

26ZE2BMS1 26 09.85 01.56 06 1.8 0002 52.0 05.0 01.74 2602 BMS

86ZE2BMS1 86 06.46 04.17 57 4.7 0002 52.0 05.0 07.15 8602 BMS

57ZE2BMS1 57 52.17 57.87 09 7.6 0002 52.0 05.0 00.65 5702 BMS

28ZE2BMS1 28 09.77 01.68 001 1.6 0003 52.0 05.0 02.26 2802 BMS

78ZE2BMS1 78 56.28 53.19 021 8.5 0003 52.0 05.0 01.66 7802 BMS

19ZE2BMS1 19 54.68 55.59 521 5.5 0003 52.0 05.0 02.96 1902 BMS

001ZE2BMS1 001 00.59 00.501 571 0.5 0003 52.0 05.0 00.67 0012 BMS
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