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1.110Ñ.010 28.19Ñ.25

.375 9.53

.77 19.6

(1.226 )31.14
WHEN ASSEMBLED

.128 3.25

.152 3.86

.017 .43

.300 7.62

.700  TO TIP OF17.78
CABLE INNER CONDUCTOR

3/8-32 UNEF-2A

.437  HEX11.10

.335 8.51

.380 9.65

.343 8.71

RECOMMENDED MOUNTING HOLE

.065 1.65

.170 4.32

.420 10.67

RECOMMENDED CABLE TRIM DIMENSIONS

CATALOG P/N: 061-929-0634N

NOTES: UNLESS OTHERWISE SPECIFIED
     1. FOR INTERFACE SPECIFICATIONS SEE ANSI/SCTE 02 2006.

     2. MATERIAL SPECIFICATIONS:
         BODY,  CONTACT: BRASS PER ASTM B16
         INSULATORS: TEFLON PER D1710
         CENTER CONTACT AND FERRULE: COPPER ALLOY
         

     3. FINISH SPECIFICATIONS:
         BODY AND FERRULE: .000100 MIN Nickel Per AMS-QQ-N-290 over Copper Flash Per ASTM B734 (RoHS)
         CONTACT: .000030 MIN Gold Per ASTM B488 over .000080 MIN Nickel Per AMS-QQN-
                             290 (RoHS)

     4. REAR CONTACT AND FERRULE SHIPPED LOOSE.

     5. CRIMP FERRULE USING CRIMP TOOL KTH-5000 AND CRIMP DIE KTH-5001(.128 HEX DIE).  

     6. FOR USE WITH RG-179 OR EQUIVALENT CABLE.

     7. CAP 9-11 FOR CABLE ASSEMBLY PROCEDURE.
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PER ASME Y14.5M-1994
UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]
TOLERANCES:
DECIMAL: .XX [X.X] Ñ .01 [0.3]
                  .XXX [X.XX] Ñ .005 [0.13]
                  .XXXX [X.XXX] Ñ .XXXX
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