
MOSFETs in the SOT-89 package
Central Semiconductor’s CXDM3069N, CXDM4060N, and 
CXDM6053N devices are high current N-channel enhancement-
mode silicon MOSFETs designed for high speed pulsed amplifier 
and driver applications.

SOT-89
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  • Energy efficiency
  • High power density
  • Industry standard package

Benefits:

 Features:
  • Low rDS(ON)
  • High current
  • Low gate charge
  • Low threshold voltage

Applications:
  • Load/Power switches
  • Power supply converter circuits
  • Battery powered portable equipment

Maximum Ratings (TA = 25˚C unless otherwise noted) Electrical Characteristics: (TA = 25˚C unless otherwise noted)
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Typical Electrical Characteristics

Literature:

Order your selection guide today. 
Visit: web.centralsemi.com/search/sample.php
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To request samples visit:
www.centralsemi.com/info/CXDM

Samples:

CXDM3069N (30V, 6.9A N-Channel)

CXDM6053N (60V, 5.3A N-Channel)
CXDM4060N (40V, 6.0A N-Channel)
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PB CXDM Series

For further information contact:
Sales at Central Semiconductor Corp.

(631) 435-1110 or visit:
www.centra lsemi .com

Innovative Discrete 
Semiconductors

Mechanical Drawing - SOT-89
(Bottom View)

Pinout, Lead Code, and Marking

Mounting Pad Geometry 
(Dimensions in mm)

Sample devices available upon request. To order samples visit: www.centralsemi.com/info/CXDM

Tape Dimensions and Orientation (Dimensions in mm)

Packaging Base / Ordering Information

Reel Size Quantity Central
Item No.

7” 1,000

CXDM3069N TR

CXDM4060N TR

CXDM6053N TR

CXDM3069N, CXDM4060N, CXDM6053N

LEAD CODE:

1) Gate
2) Drain
3) Source

MARKING: 

Full Part Number

Tape Width: 12mm

Devices are taped in 
accordance with 

Electronic Industries 
Association Standard 

EIA-481-1-A 

Direction of Unreeling
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CXDM3069N (30V, 6.9A N-Channel)

CXDM4060N (40V, 6.0A N-Channel)
CXDM6053N (60V, 5.3A N-Channel)

MOSFETs 
in the SOT-89 package


