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3.  HOUSING MATERIAL:  POLYESTER, 15% G.F., UL94V0
     COLOR:  BLACK

.100" (2.54 mm) 
Card Edge Crimp Connector

PART NUMBER LEGEND

1500-XX-02-X
 DENOTES CUSTOM KEY LOCATION 

(SEE TABLE FOR LOCATION)
 NUMBER OF POSITIONS  (SEE TABLE I) 

1500 SERIES

TABLE 1

Mating Crimp Contact:  14XX-1XX Series
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.100” (2.54 mm) 
Card Edge Connector - IDC

PART NUMBER LEGEND

150X-XX-1XX-XX
 CUSTOM KEYING RIB LOCATION 

(SEE TABLE 1)
 WIRE GAUGE  (SEE TABLE 2)
 NUMBER OF POSITIONS  (SEE TABLE 1)
 PLATING  (SEE NOTE 2)

1500 SERIES
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Mechanical

1000 Series
.100” (2.54mm)

Insulator Housing:  Nylon 94V-0 rated

Contact Material:  Copper alloy tin plated

Insertion Force:  Initial force to mate with .025 sq. pin - 8 
ozs. max per circuit

Withdrawal Force:  2 oz. min. per circuit

Contact Retention:  6 lbs. min. in connector housing

Crimp Contact Insertion:  1.5 lbs. max. into connector 
housing

Pin Push Out (Headers):  2 lbs. min.

Crimp Strength:  Lead to terminal min. pull strength
 Wire Gauge (AWG) 22 24 26 28 30
 Pull (lbs.) 10 8 6 4 2

Electrical

High Voltage Dielectric:  1500 V RMS for 60 seconds 
between adjacent terminals

Rated Voltage:  250 VAC

Current:  .100" centers, 3.5 max.

Temperature Rise:  30°C at rated current

Terminal Resistance:  Measured across a mated terminal 
pair .100" centers, 10 mV at 1 amp

Ambient Temperature:  -40°C to +105°C

Insulation Resistance:  500K Megohm min. between ad-
jacent contacts at 75°F and 50% RH

Humidity (MIL-STD-202E): After MIL-202E test has been 
performed on mated terminal parts, maximum mV drop 
should be two times the original mV reading prior to test 
or .100" center, 25 mV at amp

Notes

Underwriters Laboratories Component Recognition File 
E-48567

Canadian Standards File 52212

"TERMACON". Single Point Contact Connectors
1000, 1300 & 1500 Series Receptacles/Headers and Card Edge Connectors

(.100" Centers)

Specifications


