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((No OF POS / 26) x .840[21.34]) + .210[5.33] REF

.140  REF (TYP)3.56
.025  SQ. 0.64

(TYP)

.320  (REF)8.13

 ((No OF POS / 26) x .840[21.34]) + .240[6.10] REF

.0250[0.635] = .625[15.88]
25 EQ SPACES @

.1075 2.731
.8400  (TYP)21.336

SEE NOTE 5
((No OF POS / 26) x .840[21.34]) - .215[5.461]

.0750 [1.905] = .600[15.24]
 8 EQ SPACES @

.120  (SEE NOTE 6)3.05
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.250  REF6.35
        (TYP)

((No OF POS / 26) x .840[21.34]) + .490[12.45] REF

.524 13.31
REF

.178 4.52
REF

.429 10.90

.649 16.48
REF

CL

QFS-26-01-D-XX-RA

.055 1.40
REF

.062  (REF)1.57

QFS-XXX-XX-XX-D-RA-XXX-XX
No OF POSITIONS

-026, -052, -078, -104
(PER ROW)

ROW SPECIFICATION
-D: DOUBLE (USE QFS-26-01-D-XX-RA)

LEAD STYLE
 -01: .062[1.57]
-02:.093[2.36]

PLATING SPECIFICATION
-SL: SELECTIVE LIGHT GOLD
     (USE C-186-01-SL, C-187-01-SL, WT-28-XX-T, 
      IM-1G21-XX-L, C-79-XX-L, T-1R37-XX-T)
-S: SELECTIVE GOLD
     (USE C-186-01-S, C-187-01-S, WT-28-XX-T,
       IM-1G21-XX-L, C-79-XX-S, T-1R37-XX-T)
-L: LIGHT GOLD 
     USE C-186-01-L, C-187-01-L, WT-28-XX-T,
       IM-1G21-XX-L, C-79-XX-L, T-1R37-XX-T)
-H: HEAVY GOLD 
     USE C-186-01-H, C-187-01-H, WT-28-XX-T,
       IM-1G21-XX-L, C-79-XX-H, T-1R37-XX-T)

-RA: RIGHT ANGLE

OPTION
 -K: KAPTON PAD (USE K-850-650)
 -PC4: 4 POWER PINS
         (SEE FIG. 2, SHEET 3)
         (NOT AVAILABLE WITH -104 POS)  
 -PC8: 8 POWER PINS
         (SEE FIG. 3, SHEET 3)
         (NOT AVAILABLE WITH -104 POS)
           

       PACKAGING OPTION
-TR: TAPE & REEL PACKAGING
(-026 & -052 WITH NO OPTIONS)
(-026 & -052 WITH -PC4)
(-026 WITH -PC8)

 L 

 L 

.012  REF (TYP)0.30

.009  REF (TYP)0.23

.013 0.32

DETAIL 'A'
SCALE 5 : 1

C

C

FIG. 1
(QFS-052-01-XX-D-RA SHOWN)

SHEET     OF

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN INCHES.
TOLERANCES  ARE:
DECIMALS                     ANGLES
.XX: .01 [.3]               2
.XXX: .005 [.13]
.XXXX: .0020 [.051]
MATERIAL:

.635mm DUAL ROW RIGHT ANGLE SOCKET ASSEMBLY

BY:

QFS-XXX-XX-XX-D-RA-XXX-XX
DWG.  NO.

DESCRIPTION:

PROPRIETARY NOTE
THIS DOCUMENT CONTAINS INFORMATION
CONFIDENTIAL AND PROPRIETARY TO
SAMTEC, INC. AND SHALL NOT BE REPRODUCED
OR TRANSFERRED TO OTHER DOCUMENTS OR
DISCLOSED TO OTHERS OR USED FOR ANY
PURPOSE OTHER THAN THAT WHICH IT WAS
OBTAINED WITHOUT THE EXPRESSED WRITTEN
CONSENT OF SAMTEC, INC.

DO  NOT  SCALE  DRAWING
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SHEET SCALE: 2:1

INSULATOR: LCP, COLOR BLACK
CONTACT, POWER PIN & GROUND PLANE: PHOS BRONZE
COUNTERWEIGHT: BRASS

F:\DWG\MISC\MKTG\QFS-XXX-XX-XX-D-RA-XXX-XX-MKT.SLDDRW

NOTES:

1.       REPRESENTS A CRITICAL DIMENSION.
2. BURR ALLOWANCE: .0010[0.02] MAX.
3. MINIMUM PUSHOUT FORCE: SIGNAL: .5 LB [2.22 N],
    SHIELD/GROUND, POWER PIN AND COUNTERWEIGHT: 1 LB [4.45 N].
4. PARTS TO BE PACKAGED IN TRAYS AS STANDARD.
5. PLUS .007" ALLOWED ON 4 BANK.
6. DOES NOT APPLY TO 1 BANK.

520 PARK EAST BLVD, NEW ALBANY, IN 47150
PHONE: 812-944-6733       FAX: 812-948-5047
e-Mail: info@SAMTEC.com          code: 55322
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.0040- .003
+.002 0.102-0.08

+0.05

.010  REF (TYP)0.25

     (BOTH ROWS)
.000[0.00] -.006[0.15]

.030  REF0.76

.134±.005 3.40±0.13

.030  REF0.76

"A"
(SEE TABLE 2)

"C"
(SEE TABLE 2)

.279 7.09

"B"
(SEE TABLE 2)

.170 4.32

.104 2.64

.045 1.14

.075 1.91

C-186-01-XX

IM-1G21-XX-L
(SEE TABLE 2)

C-187-01-XX

C

C

C

C

C

C

C

C

C

C

C

C

T-1R37-XX-T
(SEE TABLE 2)

WT-28-XX-T
(SEE TABLE 2)

SECTION "B"-"B"

SEE TABLE 1

"J" ) /2) - .152[3.86]) .02[.5]
(((((No OF POS / 26) x .840[21.34]) +

.305 7.75

.31±.02 7.76±0.51

-K: KAPTON PAD
QFS-026-01-XX-D-RA-K SHOWN

(USE K-850-650)

.325 8.26

.005 0.13

.279 7.09
C

C-187-01-XX

IN-PROCESS 1

.075 1.91

.415 10.54
IN-PROCESS 2

C

IM-1G21-XX-L
(SEE TABLE 2)

C-187-01-XX

C

.134±.005 3.40±0.13

.429 10.90

IN-PROCESS 3C-187-01-XX

IM-1G21-XX-L
(SEE TABLE 2)

C-186-01-XX
C

C

TABLE 4
OPTION "J"

NONE .490 [12.45]
-PC4 1.015 [25.78]
-PC8 1.330 [33.78]
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SHEET SCALE: 6:1
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(((No OF POS / 26) x .840[21.34]) + .765[19.431])- .008
+.005

((No OF POS / 26) x .840[21.34]) + .211[5.37]

((No OF POS / 26) x .840[21.34]) + .211[5.37]

3  MAX SWAY (TYP)

"C"

"C"

C

C

((No OF POS / 26) x .840[21.34]) + 1.015[25.78] REF

.0787 1.999
(MEASURED AT TIPS OF TAILS)

FIG. 2
(QFS-052-01-XX-D-RA-PC4 SHOWN)

(SAME AS FIG. 1, DIFFERENT AS SHOWN)
C CONTACT 1

(SEE TABLE 3)

CONTACT 2
(SEE TABLE 3)

QFS-26-01-D-02-RA-PC4

(((No OF POS / 26) x .840[21.34]) + 1.080[27.43])- .008
+.005

((No OF POS / 26) x .840[21.34]) + 1.330[33.78] REF

(3 EQUAL SPACES @.0787[2.000]) 6.00
(MEASURED AT TIPS OF TAILS)

FIG. 3
(QFS-052-01-XX-D-RA-PC8 SHOWN)

(SAME AS FIG. 2, DIFFERENT AS SHOWN)

C

CONTACT 1
(SEE TABLE 3)

CONTACT 2
(SEE TABLE 3)

QFS-26-01-D-02-RA-PC8

.125  REF3.18

"H" REF
(SEE TABLE 3)

.060 1.52

.100 2.54
2  MAX TOE (TYP)

C

C

SECTION "C"-"C"

C

"D"
(SEE TABLE 3)

"E" REF
(SEE TABLE 3)

IN-PROCESS 4
C

"F"
(SEE TABLE 3)

"G" REF
(SEE TABLE 3)

90°

"H" REF
(SEE TABLE 3)

IN-PROCESS 5

C
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SHEET SCALE: 1.5:1
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USER DIRECTION OF UN-REELING
POCKET NOT DETAILED

POSITION 1
INDICATOR

ROUND HOLES

PACKAGING VIEW
-TR: TAPE & REEL OPTION

(QFS-052-01-XX-D-RA-TR SHOWN)
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SHEET SCALE: 1:1
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