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BQ-M421RD BQ-N421RD GaAsP/Red 655 40 80 40 200 1.7 2.0 0.6
BQ-M425RD BQ-N425RD
BQ-M425RE BQ-N425RE

GaP/ Bright Red 700 90 40 15 50 2.2 2.5 1.2

BQ-M422RD BQ-N422RD GaP/ Green 568 30 80 30 150 2.2 2.5 3.0
BQ-M423RD BQ-N423RD GaAsP/GaP/ Yellow 585 35 80 30 150 2.1 2.5 2.0

GaAsP/GaP/ Hi-Eff.RedBQ-M424RD BQ-N424RD
GaAsP/GaP/ Orange

635 45 80 30 150 2.0 2.5 3.0

BQ-M426RD BQ-N426RD GaAlAs/ SH Super Red 660 20 80 30 150 1.7 2.5 6.0

0.40"
Four-Digit

BQ-M42DRD BQ-N42DRD GaAlAs/ DH Super Red 660 20 80 30 150 1.7 2.5 7.0

FD-07

BQ-M531RD BQ-N531RD GaAsP/Red 655 40 80 40 200 1.7 2.0 1.0
BQ-M535RD BQ-N535RD
BQ-M535RE BQ-N535RE

GaP/ Bright Red 700 90 40 15 50 2.2 2.5 1.5

BQ-M532RD BQ-N532RD GaP/ Green 568 30 80 30 150 2.2 2.5 3.5
BQ-M533RD BQ-N533RD GaAsP/GaP/ Yellow 585 35 80 30 150 2.1 2.5 2.5

GaAsP/GaP/ Hi-Eff.RedBQ-M534RD BQ-N534RD GaAsP/GaP/ Orange 635 45 80 30 150 2.0 2.5 3.5

BQ-M536RD BQ-N536RD GaAlAs/ SH Super Red 660 20 80 30 150 1.7 2.5 6.5

0.52"
Four-Digit

BQ-M53DRD BQ-N53DRD GaAlAs/ DH Super Red 660 20 80 30 150 1.7 2.5 7.5

D-08

FD-07 BQ- M
N42xRD

FD-08 BQ- M
N53xRD
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