
Electrical Specifications

Mechanical
1. Max Shaft Load, radial:  1.0 kgf

       axial:  0.5 kgf
2. Max Slewing Speed:  6000 RPM
3. Starting Torque:  30 gf•cm max.
4. Rotational Life:  1 x 108 rpm•hrs

Environmental
1. Operating Temp:  -10° to +85° C
2. Storage Temp:  -20° to +80° C
3. Humidity:  ≤85% RH, no condensation
4. Vibration:  10~55 Hz, 1.5 mm, 2 hrs, x,y,z
5. Shock:  50G, 11ms, 3 axes, 3 reps
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TYPE E (Line Driver)
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Standard Resolutions
MGH20-XXXX

100 100P/R 360 360P/R 800   800P/R
200 200P/R 400 400P/R 1000 1000P/R
250 250P/R 450 450P/R 1024 1024P/R
256 256P/R 500 500P/R 1200 1200P/R
300 300P/R 600 600P/R

Ordering Instructions

Resolution: (P/R)

Output Type:
C = Open Collector
E = Line Driver

CSA = Commutation
(4 poles @ 120º)
(500, 1000 & 1024 PPR only)
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Output Waveform (Clockwise rotation viewed from front)
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Wave Duty Ratio:  50% ± 25%
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