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Ribbon Cable Interconnect Solutions
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Universal Ejection Style Pinless Headers, Military, Center
and Dual Polarized, .100 x .100 [2.54 x 2.54] Centerlines

Material and Finish
Housing — Black PBT or nylon,
UL 94V-0 rated

Related Product Data
Mateable Receptacles —
pages 48-55
Accessories —
Snap-In Polarizer — page 63

Technical Documents
Product Specifications
108-40018 Pin Headers

Position No.1 Indicator

Vertical PCB Mount
.025 [0.64] Sq. Posts
(without latches)

Pinless Header

E

C
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.100
[2.54]

.100
[2.54]

.315
[8.00]

.549
[13.9]

.050
[1.27]

.150
[3.81]

Dia.

2 Holes

.096
[2.44] Dia.
2 Holes

•

No. of Dimensions Pinless Header Part Nos.
Pos. A B C E Press-Fit Clearance-Fit

1.260 .860 1.100 .40010 32.00 21.84 27.94 10.16 499726-1 102142-6

1.460 1.060 1.300 .60014 37.08 26.92 33.02 15.24 — 102142-8

1.560 1.160 1.400 .70016 39.62 29.46 35.56 17.78 — 102142-9

1.760 1.360 1.600 .90020 44.70 34.54 40.64 22.86 — 102142-1

1.960 1.560 1.800 1.10024 49.78 39.62 45.72 27.94 — 1-102142-0

2.060 1.660 1.900 1.20026 52.32 42.16 48.26 30.48 — 102142-2

2.460 2.060 2.300 1.60034 62.48 52.32 58.42 40.64 499726-8 102142-3

2.760 2.360 2.600 1.90040 70.10 59.94 66.04 48.26 499726-9 102142-4

3.260 2.860 3.100 2.40050 82.80 72.64 78.74 60.96 1-499726-0 102142-5

3.760 3.360 3.600 2.90060 95.50 85.34 91.44 73.66 1-499726-1 102142-7

3.960 3.560 3.800 3.10064 100.58 90.42 96.52 78.74 1-499726-2 1-102142-3

Notes: 1. 10- and 14-position pinless headers have only one slot for snap-in polarizer (military polarization).
2. 10-position pinless headers have only one slot for dual polarization.
3. For information regarding latch/pin header applications and for ordering latches separately,
refer to page 96.

All part numbers are RoHS compliant.
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