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CSA NRTL/C Certified File No. LR78160

D2            1/19/01 Per ECO 01-011

D1            7/30/99

Contact Current Rating: 5A

Rated Voltage: 300V DC

Insulation Resistance:

Contact Resistance:

  1000V for 1 minute
Dielectric Strength:

  13 milliohm Max.

Operating Temperature:

  at 500v DC

Withstanding Voltage:

  -55°C to +105°C

  500V (rms) AC for 1 minute

  more than 1000 Megohm 

      Plug- Brass

    Standard:

    -15 Option:

Contact Plating:

      contacts, Tin/Lead over 
      Nickel on soldertails

      Gold flash over Nickel on

      Nickel on soldertails
      contacts, Tin/Lead over 
      15u" Gold over Nickel on

      contacts, Tin/Lead over 
      Nickel on soldertails

      30u" Gold over Nickel on
    -30 Option:

      UL 94V-0 Rated

     or Zinc Plated
Shell: Steel Material, Tin Plated

      Black Color, 30%
      Glass Filled,  

Insert: PBT Thermoplastic, 

Contact Material:

K31-E9P-NJ Gold Flash (standard)

15u" Gold (15 option)

30u" Gold (30 option)K31-E9P-NJ30

K31-E9P-NJ15

Contact Area Plating FinishPart Number
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