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COMMENTS:

DATE NAME

TITLE:               BLTSM-1-SV-S

SIZE

B

DIMENSIONS ARE IN INCHES

TOLERANCES:

ONE PLACE DECIMALS .100

TWO PLACE DECIMAL .010     

THREE PLACE DECIMAL 4235 Earnings Way
New Albany, IN 47150

Phone: 812-944-7244 Fax: 812-944-7268
e-Mail: mle@mlelectronics.com

 A .015[0.38] 

.010[0.25]  B

.100 2.54

PIN 1

.190 4.83

Specifications : 

Curre nt Rating: 3.0  A m pe re 

Insula tion Res is ta nce : 10 00 M Ohm s Min. 

D ie lectric W ithstanding: 6 0 0V AC 

Contact Re sistance : 2 0m  Ohm s M ax. 

Ope ra ting T em pera ture: -4 0°C to + 10 5 °C 

 

Ma te ria ls : 

Contact Ma terial: Brass  

P la ting: Gold Flash ove r e ntire  p in 

Insula tor M aterial: The rm opla stic , UL94 V-0 , PBT 

Color: N atural 

 

 

Ma x. Proces s T em pera tures : 

Pea k: 26 0 °C up to 20  se cs . 

Proce ss: 2 3 0°C up to 6 0 se cs . 

W ave : 2 60 °C up to 6 Secs. 

Ma nua l Solder: 35 0°C up to 5  se cs. 

 

Al l  m aterials m ust m e et M ajor Le ague  Electronics  

require m ents for environm e ntal prote ction. 

02 0.200 5.08 0.100 2.54

03 0.300 7.62 0.200 5.08

04 0.400 10.16 0.300 7.62

05 0.500 12.7 0.400 10.16

06 0.600 15.24 0.500 12.7

Inches MM Inches MM

CONTACTS
DIMENSIONS

A B

BLTSM-1 - - - - - - -

ORDERING INFORMATION

XXS

Footprint Orientation                              

S Footprint

Vertical Surface Mount

Packaging                                    

TR=Tape and Reel             

TB=Tube

Contact Plating:                   

F = Gold Flash Over All

P LF

Pins Per Row            

02,03,04,05,06

Single Row Option

Lead Free

Pick and Place Cap

XX S F V


