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MHz Band Ceramic Resonators 
(SMD) SSR-B Series
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VDD : 5V 
   R : 1MΩ
  IC : MC74HCU04

*Special IC matching required for all other circuits

FEATURES
• Miniature size (2.1x3.2x1.5mm)
• High density mounting possible
• Wide frequency range

APPLICATIONS
• CD-ROM • Printer
• Hard Disk Drive • Cellular (CDMA/PCS)
• DVD-ROM • Portable Electronic Equipment
• MD

Packaging 
Tape and reel, 2,000 pcs/reel

Type B 
Built-in Capacitor 

Oscillating Frequency (MHz)

Series

HOW TO ORDER
SSR - 33.86 B R

TEST CIRCUIT
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DIMENSIONS millimeters (inches)

SPECIFICATIONS
Frequency Temperature Standard 

Frequency Range Tolerance Stability IC Frequency
(25°C) (-20 to 80°C) (MHz)

MC74HCU04
16.93, 20.0,

16.0 to 60.0MHz ±0.5% ±0.3%
MOTOROLA

27.0, 33.86,
50.8
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Recommended Land Pattern Recommended Reflow Profile Packaging - Taping
mm (inches) mm (inches)

Please contact your local AVX office for IC matching.
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➀ ➂ Input/Output

➁ GND


