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The operation of the stop-mode recovery pin on the
Z8E000 and Z8E001 devices differs from the recov-
ery pin on the Z8ICEXXXZEM emulator. The
devices require a High-to-Low  transition to wake up
the Z8 from 

 

STOP

 

 mode and enter it into 

 

RESET

 

mode. A subsequent Low-to-High transition com-
mences code execution. The emulator requires only a
High-to-Low transition to wake up the Z8 and com-
mence code execution.
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For details on the parameters in the figure below,
please see ZiLOG technical publications 
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The following documents provide additional infor-
mation on Z8Plus devices:

• Product Specifications:

– Z8E000

– Z8E001

• User Manual:
– Z8Plus User Manual

• Emulator Specifications:

– Z8ICE000ZEM

– Z8ICE010ZEM
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http://www.zilog.com/pdfs/z8otp/z8e000.pdf
http://www.zilog.com/pdfs/z8otp/z8e001.pdf
http://www1.fatbrain.com/asp/BookInfo/BookInfo.asp?theisbn=DM10001182&from=WPW527
http://www.zilog.com/pdfs/z8otp/z8ice000zem.pdf
http://www.zilog.com/pdfs/z8otp/z8ice010zem.pdf
http://www.zilog.com/pdfs/z8otp/z8e001.pdf
http://www.zilog.com/pdfs/z8otp/z8e000.pdf
http://www.zilog.com/

