
 
 
  

Applications 
Low current rectification 
 
 Features 
1) Ultra Small mold type. 
2) Low IR. 
3) High reliability. 

 
  

Construction 
Silicon epitaxial planar 
 

 
 
 
 
 
 
 
 

 

Symbol Unit
VR V
Io mA

IFSM mA
Tj ℃

Tstg ℃

Parameter

 
 

Electrical characteristics (Ta=25°C)

0.45

 
 
 
 
 
 

Sym bol Min. Typ. Max. Unit Conditions

VF - - V IF=10m A
IR - - µA VR=10Verse current

Param eter

orward voltage

Rev

F

Reverse voltage(DC)
Average rectified forward current

-40 to +125

Limits
30
100

orward current surge peak （60Hz・1cyc） 500
125

F
Junction temperature
Storage temperature

SOD-723

 
D   evice M   ark  ing

Silicon epit

Device Marking

           

SCS520G E

 RoHS product for packing code suffix "G"
Halogen free product for packing code suffix "H"
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Electrical characteristic curves (Ta=25°C) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FORWARD VOLTAGE：VF(mV)
VF-IF CHARACTERISTICS
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REVERSE VOLTAGE：VR(V)
VR-IR CHARACTERISTICS
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REVERSE VOLTAGE:VR(V)
VR-Ct CHARACTERISTICS
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IFSM DISRESION MAP
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NUMBER OF CYCLES
IFSM-CYCLE CHARACTERISTICS
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FORWARD CURRENT：Io(A)
Io-Pf CHARACTERISTICS
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REVERSE VOLTAGE:VR(V)
VR-PR CHARACTERISTICS
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AMBIENT TEMPERATURE:Ta(℃)
Derating Curveﾞ(Io-Ta)
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CASE TEMPARATURE:Tc(℃)
Derating Curveﾞ(Io-Tc)
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Dimensions in inches and (millimeters)
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