
YAGEO CORPORATION COILS

CHOKE COILS
CSC TYPE CSC09 Series

TEST INSTRUMENTS

CSC09~@1KHz L : HP 4284A Digital LCR Meter

CSC13~@1KHz L : HP 4192A LF Impedance Analyzer

RDC : Milliohm Meter HP-4338B

Shielding : Less Than 3% Coupling with Two Units Measured Side by Side at 1000 Cycles

DIMENSION

CSC09S- CSC13S- CSC09ST- CSC13ST-

A 10+0 15+0 10+0 15+0

B 16+0 27+0 16+0 27+0

C 25-0 73±1.5

D 0.65Ø 0.8Ø 10±0.5 15±0.5

E 6±1

F 3.2-0

G 1.2+0

H 0.8+0

I 0.8+0

J 0.8+0

K 0.65Ø 0.8Ø

Dimensions : mm

FEATURES

Sturdy Construction

High Reliability

Uniform in Size

Ideal for Automatic Insertion

Precision Performance

SPECIFICATIONS

MODEL L(mH) RDC(Ω)

CSC09  -224K-B246 220±10% 100±20%

CSC13  -224M-B319 220±20% 18+0

Dimensions : mm

PRODUCT IDENTIFICATION

Material
Tolerance (K: ±10%, M:±20%)

Inductance 220 mH
S:Bulk pack
ST: Tapping pack
OD Dim..
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