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SPECIFICATIONS: f2.281 [1.021 [1.021 coo [L021 N
Material: 509 E.w.o%w“_ [15.93] 509 _Nwmm
Insulator: Thermoplastic, rated UL 94V-0 8.127 [12.931] [12.931 '
Insulator color: Black [3.25 2314 [58.801
Contacts: Phosphor Bronze
Shield: Copper Alloy, Tin plated PCB LAYOUT (REF>
Plating:
X plating over Nickel underplate on contact areq, —
Tin over Copper underplate on solder tails M Amr.o.,._._n—w_ma Mfzwmw@mmzu%wmwéwwmm@ngﬂmwiﬁ bbbg ﬂmOI
ical: uin Go .
nmv_mwﬁm_mo voltage: 150 VAC max 1 130 :m_‘_ Gold ﬁzfmmwmamw PHeErT I\./wfmzmoamo 909 mm:ém< Avenue, Union, NJ 07083
Current rating: 1.5 Amps max 2 |50 uin Gold X9 mmx 0 Phone; 908-687-5000 Fax: 908-687-5710
Insulation resistance: 500 Mohms min @ 500 VDC XXX E 015 BXXX_ £.010 TILE
Dielectric withstanding voltage: 1000 VAC for 1 minute — — MODULAR JACK GANGED, 4 PORT, 8P8C
Temperature Rating:
SRS NG, s 40 o 412570 T T R VT W LED! YELLOV, LED GREEN
Environmental: COMPLIANT CHECKED SIZE ] REV.
Lead free, RoHS compliant. X MTJG-4-88TX1-FSD-PC-LG -
Recommended soldering temp: 235°C for 5 sec. APPROVED REF: | scace: NTS ] sHEET 1 OF 1
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