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Canopus Part no. Voltage
(V)

Voltage
 (V)

Current
(mA)

Resistance 
(Ω)

Output
 (dBA)

Frequency
(Hz)

Tempature
( C)o

Housing Weight
(g)

Operating Rated Max Rated Coil Min Sound Resonant Operating

47 5±

CMT1208

Magnetic 
Transducer (AC)

Operating

CMT1213

CMT1209
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CMT1210

CMT1210A2200TP 0.8 ~ 2.5 1.5 100 3.5 1±

16  4.5± 80 at 10cm

85 at 10cm 2200

2400

-20 ~ +70

-40 ~ +85

PBT

PBT

PBT

PBT

2

CMT1210A2400TP 1.5 30 21 ~ 2

3 ~ 8

2800

2400

-20 ~ +70

-40 ~ +85

1.5

5

CMT1210A2800TP

CMT1210E2400TP

30

50

16  4.5±

40  5±

85 at 10cm

85 at 10cm

2

2

1 ~ 3

Canopus Part no. Voltage
(V)

Voltage
 (V)

Current
(mA)

Resistance 
(Ω)

Output
 (dBA)
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(Hz)

Tempature
( C)o

Housing Weight
(g)

Operating Rated Max Rated Coil Min Sound Resonant Operating

NorylCMT1213A2048NP 1 ~ 2 1.5 30 16 4.5± 80 at 10cm 2048 -20 ~ +60 2
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