
Notes: 1. Valid, if leads are kept at ambient temperature at a distance of 10 mm from case
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Ratings at 25oC ambient temperature unless otherwise specified.
Single phase, half wave, 60Hz, resistive or inductive load.
For capacitive load, derate current by 20%

� Low forward voltage drop
� High current capability
� High reliability
� High surge current capability
� Repetitive peak reverse voltage: 1250-2000V
� Plastic material has UL classification 94V-0

� Plastic case: DO-204AL (DO-41)
� Lead: Axial leads, solderable per MIL-STD-202, Method 208
               guaranteed
� Polarity: Color band denotes cathode end
� High temperature soldering guaranteed:
    250oC/10 seconds .375” (9.5mm) lead
    lengths at 5 lbs., (2.3kg) tension
� Weight: 0.012 ounce, 0.33 gram

815ME,615ME,315ME,331YB,721YB
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retemaraP slobmyS 721YB 331YB 315ME 615ME 815ME stinU

egatlovesreverkaepevititepermumixaM V MRR 0521 0031 0061 0081 0002 stloV

egatlovSMRmumixaM V SMR 578 019 0211 0621 0041 stloV

egatlovgnikcolbCDmumixaM V CD 0521 0031 0061 0081 0002 stloV

Tdaol-R,tnerrucdeifitcerdrawrofegareva.xaM A 57= oC )1 I )VA(F 0.1 pmA

Tdaol-R,tnerrucdeifitcerdrawrofegareva.xaM A 001= oC )1 I )VA(F 57.0 pmA

tnerrucdrawrofkaepevititepeR )1 )zH51>f( I MRF 01 spmA

Ttaevaw-enisflahzH05,tnerrucegrusdrawrofkaeP A 52= oC I MSF 0.05 spmA

Tsm01<t,gnisufrofgnitaR A 52= oC i2t 5.21 A2s

TA0.1taegatlovdrawrofmumixaM J 52= oC VF 1.1 stloV

TtnerrucegakaeL j 52= oC VR V= MRR

Tj 001= oC VR V= MRR
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erutarepmetnoitcnujgnitarepO TJ 051+ot05- oC

egnarerutarepmetegarotS T GTS 051+ot05- oC
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