
T P - 7 5 / D R L s e r i e s75W Tr ip le  Outpu t  w i th  PFC Func t ion

WWW.ASTRODYNE.COM
ASTRODYNE USA: 1-800-823-8082
ASTRODYNE PACIFIC: 886-2-26983458

SPECIFICATION
C57-PTB57-PTA57-PTMODEL

OUTPUT

Note.5

FREQUENCY RANGE

EFFICIENCY (Typ.)INPUT

SAFETY STANDARDS
VIBRATION

MTBF

DIMENSIONOTHERS

NOTE

PACKING

5V

CH1

12V

CH2

-5V

CH3

5V

CH1

12V

CH2

-12V

CH3

5V

CH1

15V

CH2

-15V

CH3

7A 3A 0.6A 7A 3A 0.4A 6A 2.5A 0.5A

W8.57W47 75W

100mVp-p 120mVp-p 100mVp-p 100mVp-p 120mVp-p 120mVp-p 100 mVp-p 120mVp-p 120mVp-p

3.0% 3.0% 3.0%

3.0% 3.0% 3.0%

4.0% 4.0% 4.0%

4.0% 4.0% 4.0%

8.0% 8.0% 8.0%

8.0% 8.0% 8.0%

1.0% 1.0% 1.0%1.0% 1.0% 1.0%1.0% 1.0% 1.0%

70%

75WTripl utpu it F unction TP -75 s er ies

RIPPL OIS max.) Note.2

VOLTAG OLERANCE Note.3

WITHSTAN OLTAGE

ISOLATIO ESISTANCE

I/P-O/P:3KVA /P-FG:1.5KVA /P-FG:0.5KVA min.

I/P-O/P /P-FG /P-FG:100 hms/500VDC

ENVIRONMENT

SAFETY &

EMC
(Not )

PROTECTION

EM ONDUCTIO ADIATION

OUTPU UMBER



T P - 7 5 / D R L s e r i e s75W Tr ip le  Outpu t  w i th  PFC Func t ion
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SPECIFICATION
TP-75D TP-7503MODEL

OUTPUT

Note.5

FREQUENCY RANGE

EFFICIENCY (Typ.)INPUT

SAFETY STANDARDS
VIBRATION

MTBF

DIMENSIONOTHERS

NOTE

PACKING

5V

CH1 CH1

24V

CH2 CH2

12V

CH3 CH3

5V 3.3V 12V

7A 1.5A 0.4A 9A 8A 0.3A

75.8W 75W

100mVp-p 120mVp-p 120mVp-p 100mVp-p 50mVp-p 120mVp-p

3.0% 3.0%

3.0% 3.0%

4.0% 4.0%

4.0% 4.0%

8.0% 8.0%

8.0% 8.0%

1.0% 1.0%1.0% 1.0%1.0% 1.0%

70%

75WTripl utpu it F unction TP -75 s er ies

RIPPL OIS max.) Note.2

VOLTAG OLERANCE Note.3

WITHSTAN OLTAGE

ISOLATIO ESISTANCE

I/P-O/P:3KVA /P-FG:1.5KVA /P-FG:0.5KVA min.

I/P-O/P /P-FG /P-FG:100 hms/500VDC

ENVIRONMENT

SAFETY &

EMC
(Not )

PROTECTION

EM ONDUCTIO ADIATION

0.65Kg 0pcs/12.7Kg/0.64CUFT

OUTPU UMBER
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Mechanical�Specification

Derating�Curve Output�Derating�VS�Input�Voltage

File�Name:TP-75-SPEC���2005-09-13

Case�No.�920A Unit:mm

AMBIENT�TEMPERATURE�( ) INPUT�VOLTAGE�(VAC)�60Hz

85 100 115 125 155 230 264

L
O
A
D
�(
%
)

L
O
A
D
�(
%
)

Ta=25

Terminal�pin�number�assignment�:

Pin�No. Pin�No.

1

4

6

8

2,3

5

7

Assignment Assignment

DC�OUTPUT +V2

DC�OUTPUT +V1

DC�OUTPUT +V3

COM

FG

AC/N

AC/L

10 20 30 40 50 60 70

20

40

60

80

100

-10 0

+ADJ.

6
.1

5
7

.6
2 4

8

6

7

55

2

3

1

LED

25

3
3

117

8

179

4-M4�L=6mm

2-M4�L=4mm

60 65

9
9

4
9

.5

3
2

.5

1
7

1
8

90

100

80

70

60

50

40

With�18CFM
Forced AIR

(15cm)

Convection

TP-75 ser ies75W Triple�Output�with�PFC�Function
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A B

PSU

DRL

DRL Clip & Bracket

Dimension A: 0.17”
Dimension B: 0.36”


