
3.
00

0.
11

8

3.50 0.138

7.
60

0.
29

9

5.80 0.228
6.

80
0.

26
8

6.
00

0.
23

6

CATHODE

ANODE

2.
80

0.
11

0

3.00 0.118

1.
60

0.
06

3
3.

40
0.

13
4

1.
50

0.
05

9

2.90 0.114

2.60 0.102

ELECTRO-OPTICAL CHARACTERISTIC TA=25℃

ABSOLUTE MAXIMUM RATINGS TA=25℃

POLARITY

RECOMMENDED SOLDER PAD LAYOUT

MOISTURE SENSITIVE DEVICE
PER EDEC LEVEL  STANDARDS

CATHODE

ANODE

PARAMETER MAX UNITS

FORWARD CURRENT A

REVERSE VOLTAGE V

POWER DISIPATION W

STORAGE TEMPERATURE  TO ℃

OPERATING TEMPERATURE  TO ℃

PARAMETER MIN TYP MAX UNITS TEST COND
PEAK WAVELENGTH I A

FORWARD VOLTAGE . . V I A

REVERSE CURRENT A VR V

LUMINOUS INTENSITY I A

VIEWING ANGLE  

EMITTED COLOR  RED

EPOXY LENS FINISH  WATER CLEAR
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 PRE-HEATING 
180~200 C

90~120 SEC.

  
ABOVE 220 C
60 SEC. MAX.

10S MAX.
255 C MAX.

4 C/S MAX.
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DIRECTIVITY TYPICAL CHARACTERISTICS TYPICAL

AMBIENT TEMPERATURE vs. 
FORWARD CURRENT

FORWARD CURRENT vs.
RELATIVE OPTICAL OUTPUT POWER

FORWARD VOLTAGE vs. 
FORWARD CURRENT
CONDITION : Ta=25℃

RELATIVE INTENSITY vs. WAVELENGTH
CONDITION : Ta=25℃、IF=20mA

DIRECTIVITY
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