
Tri Color 10 Sement Light Bar

MTB10631−GYHR

Features

Solid state reliability
Hi−efficiency red and green
Grey surface/white epoxy

Maximum Ratings (Ta=25
o
C)

Characteristic Symbol Max. Unit

YG YL HR

Forward Current IF 30 30 30 mA

Reverse Voltage VR 5 5 5 V

Operating Temperature Topr −25 ~ +85 −25 ~ +85 −25 ~ +85
o
C

Storage Temperature Tstg −40 ~ +100 −40 ~ +100 −40 ~ +100
o
C

Soldering Temperature Tsol 260 260 260
o
C

Soldering Time − for 5 sec.
max

for 5 sec.
max

for 5 sec.
max

−

Opto−Electrical Characteristics (Ta=25
o
C)

Characteristic Symbol Test Condition Min Typ Max Unit

YG YL HR YG YL HR YG YL HR

Forward Voltage VF IF=20mA − − − 2.10 2.10 2.10 2.60 2.60 2.60 V

Reverse Current IR VR=5V − − − − − − 100 100 100 µ A

Luminous Intensity IV IF=10mA 1.40 1.10 1.60 3.40 2.80 3.90 − − − mcd

Peak Wavelength λp IF=20mA − − − 567 585 635 − − − nm

Dominant Wavelength λd IF=20mA − − − 573 580 625 − − − nm

Spectral Line Half Width ∆λ IF=20mA − − − 30 32 20 − − − nm
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