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Storage Temperature Range
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* Low Power Loss, High Efficiency  .

* DC to DC Converters
* Switch- Mode Power Supplies

* Low Forward Voltage Drop  .
* Peak Fo rward Su rge Cu r ren t I s 100A.
 .* Schottky Diode Ar ray .

* Notbook PC

PROVISIONAL SPEC.

* Smal l Su r face Moun t i ng Type. (SMP) SMP

APPLICATION

FEATURE

MARKING

WEIGHT

CIRCUIT

ELECTRICAL CHARACTERISTICS ( At TA = 25oC unless otherwise noted ) 

SYMBOL

SYMBOL

100

Dimensions in inches and (mi l l imeters)                    SMP

0.005 (0.15 Min.)

0.077 (1.95)
0.073 (1.85) 0.045 (1.16)

0.042 (1.07)

0.081 (2.05)
0.077 (1.95)

0.212 (5.38)
0.208 (5.29)

0.264 (6.70)
0.254 (6.46)

0.055 (1.40)
0.051 (1.30)

0.170 (4.31)
0.163 (4.15)

(1) (2)

(3)

0.019 (0.50 Min.)

0.019 (0.50 Min.)



RATING CHARACTERISTIC CURVES ( MPL5100PT )
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FIG. 1 - FORWARD CHARACTERISTICS
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FIG. 2 - REVERSE CHARACTERISTICS
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FIG. 3 - TYPICAL JUNCTION CAPACITANCE FIG. 4  - TYPICAL FORWARD CURRENT 
DERATING CURVE
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NUMBER OF CYCLES AT 60 HZ
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FIG. 5 - MAX. NON-REPETITIVE PEAK FORWARD 
SURGE CURRENT
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