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IF/RF MICROWAVE COMPONENTS

The Big Deal

Product Overview
The ZFSWA2-63DR+ is a great general purpose SPDT solid state absorptive RF switch.   With its broad 
frequency range, fast 35 ns switching time and excellent RF performance, the ZFSWA2-63DR+ is an 
excellent choice for many applications.  In addition to it’s versatility within system block diagrams, the 
ZFSWA2-63DR+ is designed for easy integration into your prototype design applications.   

Feature Advantages

Designed for any environment 

The ZFSWA2-63DR+ is equipped with a rugged shielded case, a hermetically sealed internal device 
with a wide operating temperature range (-55°C to 100°C) 

Suitable for many environments and applications the ZFSWA2-63DR+ offers excellent performance 
and value

Integrated CMOS Driver

-Operates from 3-5V  
-Low control current 5 µA allows compatibility with a variety of driver circuits
-Internal Decoupling
-Fast 35 ns Switching time

Excellent for a Variety of Applications 
From Bench to Integrated Systems

-High speed testers 
-Automated switching networks
-Wireless Infrastructure
-Military

Excellent RF Performance

-Wide bandwidth:  500 to 6000 MHz
-Low Insertion Loss:  1.4 dB Typ
-Low Supply current: 18 µA Typ
-High Isolation:  65 dB Typ @ 1 GHz

Key Features

•	 Wide	bandwidth	500 to 6000 MHz

•	 Very	high	isolation,	65	dB	at	1GHz
•	 Very	fast	switching,	35ns
•	 Rugged	case	with	internal	hermetically																																																																																																																																					
   sealed ceramic semi-conductor module

ZFSWA2-63DR+
Absorptive SPDT Solid State RF Switch

Pricing: $69.95 (QTY 1-9)
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