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Redial Taping Dimensions of 
Ceramic Resonator and Filter

TOKEN

Radial Taping Dimensions of Ceramic Resonators and Ceramic Filters

Mark Size
 (Unit: mm)

P 12.7±0.5
P0 12.7±0.2
P1 3.85±0.5
P2 6.35±1.3 *
F 0.5+0.5

     - 0.3

dxt 0.5x0.3(±0.1)
W 18.0±0.5
W0 5.5±0.5
W1 9.0±0.5
W2 1.0max
H 18.0+0.5

            - 1.0

H1 27.0max **
H2 36.0max **
L 3.0main
ΦD0 4.0±0.2
t1 0.6±0.2
t2 1.5max
Δh 1.0max

Notes:
 * Include the slant of products.
 ** Varies with part number.
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Mark Size
 (Unit: mm)

P 12.7±0.5
P0 12.7±0.2
P1 3.85±0.5
P2 6.35±1.3 *
F 0.5+0.5

     - 0.3

dxt 0.5x0.3(±0.1)
W 18.0±0.5
W0 5.5±0.5
W1 9.0±0.5
W2 1.0max
H 18.0+0.5

            - 1.0

H1 27.0max **
H2 36.0max **
L 3.0main
ΦD0 4.0±0.2
t1 0.6±0.2
t2 1.5max
Δh 1.0max
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Notes:
 * Include the slant of products.
 ** Varies with part number.
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Packing Method

Blank Pocket
10 Pitches * Loaded Pocket Blank Pocket

10 Pitches
Leader

200mmMax

http://www.token.com.tw/resistors.htm
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Reel Dimensions (Unit: mm)

120o

Φ13±0.5
Φ21±0.8

R1.0

2±0.5

ΦA
ΦB

W T

ΦA ΦB W T Pieces 
per reel

Carrier tape 
size

179 ± 2 60 typ 8.4 min 14.0max 3000typ 8
179 ± 2 60typ 12.4min 19.4max 3000typ 12
179 ± 2 60 typ 12.4 min 19.4max 1000typ 12
179 ± 2 60typ 16.4min 22.4max 1000typ 16
330 ± 3 80min 12.4min 19.4max 4000typ 12
330 ± 3 80min 16.4min 22.4max 4000typ 16
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Tape Dimensions (Unit: mm)

                     Code
              Tolerance
 Part
 Number

A
±0.2

B
±0.2

C
±0.3

D
±0.1

E
±0.1

F
±0.1

G
±0.1

H
±0.1

ΦJ
±0.1

ΦN
±0.1

M
max

R
max

K
±0.2

T
±0.1

ZTACC MG
ZTTCC MG 3.8 7.8 16.0 7.5 1.75 8.0 4.0 2.0 1.5 1.6 10° 0.3 2.1 0.3

ZTACR MG 
ZTTCR MG 2.2 4.7 12.0 5.5 1.75 4.0 4.0 2.0 1.6 1.6 3° 0.3 1.3 0.3

ZTACS MT/MX
ZTTCS MT/MX 5.0 4.4 12.0 5.5 1.75 8.0 4.0 2.0 1.5 1.6 10° 0.3 1.8 0.3

ZTACV MT/MX
ZTTCV MT/MX 3.4 4.0 12.0 5.5 1.75 8.0 4.0 2.0 1.5 1.6 10° 0.3 1.3 0.3

ZTACW MX
ZTTCW MX 2.2 2.8 8.0 3.5 1.75 4.0 4.0 2.0 1.6 1.1 3° 0.3 1.3 0.2

http://www.token.com.tw/resistors.htm
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Test Condition of Peeling Strength

Carrier Tape

0.196N~0.686N

10o MAX

Top Tape

Puling 
Direction

Peeling strength

Recommended Reflow Soldering Standard Conditions

230 oC

Te
m

pe
ra

tu
re

(o C
)

Pre-heating

 Within 20~40 sec.

Time(s)

220 ~ 230 oC Within 10sec.

150 oC

100 oC

60 120
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