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CHARACTERISTICS   TC = 25 °C 

 

SYMBOL NONETEST CONDITIONS MINIMUM TYPICAL MAXIMUM UNITS 
BVCBO IC = 35 mA 65   V 
BVCEs IC = 25 mA 60   V 
BVEBO IE = 15 mA 4.0   V 

ICES VCE = 50 V   20 mA 
hFE VCE = 5.0 V              IC = 1.0 A  10  200 --- 

PG 
ηηηηC 

VCC = 50 V       POUT = 250 W        f = 960 - 1215 MHz 8.0 
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  dB 
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NPN SILICON RF POWER TRANSISTOR 

SD8250 

DESCRIPTION:  
The ASI SD8250 is Designed for Class C 
TACAN/DME Applications. 

FEATURES:                         
•   Internal Input/Output Matching Network 
•  Emitter Ballasted.                                       
•  PG = 7.8 dB at 30 W/ 1215 MHz 
•  Omnigold™ Metalization System 

MAXIMUM RATINGS 
IC 20 A  

VCC 50 V 
PDISS 575 W @ TC  25 °C 

TJ -65 °C to +200 °C 
TSTG -65 °C to +200 °C 

θθθθJC 0.28 °C/W 

PACKAGE  STYLE  .400 2L FLG 
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ERROR! REFERENCE SOURCE NOT FOUND.  
SD8250 
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IMPEDANCE DATA 
 
PIN = 40 W 
VCC = 50 V 

FREQ ZIN (Ω) ZCL (Ω) 
960 MHz 1.0 + j3.5 1.9 – j1.8 
1090 MHz 4.0 + j3.5 1.6 – j0.9 
1215 MHz 2.2 + j2.2 1.4 – j1.1 
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