
FEATURES

Figure 1. DMS-3019X Simplified Schematic

R1 and R2 are user supplied

DMS-30194 ±2V input
DMS-30193 ±200mV input (Obsolete)
DMS-30195 ±20V input (Obsolete)
DMS-BZL1 Bezel assembly
DMS-BZL2 Bezel with gasket
DMS-30-CP Panel cutout punch

Ordering Information
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MECHANICAL SPECIFICATIONS

BEZEL INSTALLATION AND RECOMMENDED DRILL AND PANEL CUTOUT

ELECTRICAL SPECIFICATIONS

Typical Single-ended Connections

Power Supply (V+ to GND) +5Vdc, ±5% @ 1.2mA max.
Full Scale Input See Ordering Information
Input Impedance 1 Megohm
Sampling Rate 3 Samples per second
Accuracy (VIN = +0.190V) ±2 Counts max. (±0.1%)
Display Type 3½ Digit LCD, 0.40"/10.2mm high
Operating Temperature 0 to +60°C
Storage Temperature –20 to +75°C
Humidity (Non-condensing) 0-95%

TOLERANCES: 2 PL DEC ±0.02 (±0.51) 3 PL DEC ±0.010 (±0.254)
LEAD DIMENSIONS: 0.025 (0.635) x 0.025 (0.635) NOMINAL

SG1

SG2

R2

R1

Typical at TA = +25ºC and supply voltage = +5V.
(See DMS-30LCD data sheet for more information.)
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