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M: 0.36W

005
006
012

5
6

12
24

3.75
4.5
9.0

18.0

1.75
2.1
4.2
8.4

0.25
0.3
0.6
1.2

3.75 - 9.72
4.5 - 11.62
9.0 - 23.24

18.0 - 46.47

70 ± 6
100 ± 8
400 ± 40

1600 ± 160

18 ± 1.83003 2.25 2.25 - 4.93 0.151.05

003  3 2.25 1.05 0.242.25 - 9.7270 ± 6

M
0.36W

003 3 2.25 1.05 0.152.25 - 5.725 ± 2.5

003 3 2.25 1.05 0.242.25 - 7.550 ± 5

16.8                        2.436.0 - 92.946400 ± 600                36.0  048               48
024

7680 ± 6800.3W 16.8 4.848048 36.0 36.0 - 100

Type

(Standard)
0.515-0.56W

0.15W
L

Coil
Voltage
Code

Nominal Resistance
(Ω)

Voltage
(VDC)

Must Operate Allowable
Operate

Voltage Range
(VDC)

Voltage max.
(VDC)

Must Release
Voltage min.

(VDC)

Non-Operate/
Hold Voltage

(VDC)

0045
005
006
012
024
048

0045
005
006
009
012
018
024

4.5
5
6

12
24
48

4.5
5
6
9

12
18
24

3.4
3.8
4.5
9.0

18.0
36.0

3.4
3.8
4.5
6.8
9.0

13.5
18.0

1.125
1.25
1.5
3
6

12

1.125
1.25
1.5
2.25
3
4.5
6

0.225
0.25
0.3
0.6
1.2
2.4

0.36
0.4
0.48
0.72
0.96
1.44
1.92

3.4 - 7.0
3.8 - 7.8
4.5 - 9.7
9.0 - 19.4

18.0 - 37.6
36.0 - 74.2

3.4 - 13.5
3.8 - 15
4.5 - 18
6.8 - 27
9.0 - 35.6

13.5 - 53.4
18.0 - 70.1

36 ± 2.9
45 ± 3.6
70 ± 5.6

280 ± 22
1070 ± 107
4300 ± 430

135 ± 11
167 ± 13
240 ± 19
540 ± 54
960 ± 96

2160 ± 216
3840 ± 384

H
0.2W

005
006

009
012
024

5
6

9
12
24

3.8
4.5
6.8
9.0

18.0

1.25
1.5

6.75
9

18

0.4
0.48
0.72
0.96
1.92

3.8 - 12.5
4.5 - 15.0

6.8 - 27.5
9.0 - 30

18.0 - 60

125 ± 7
180 ± 10

405 ± 41
720 ± 72

2880 ± 288

(For coil 48VDC: 0.3W)
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