
TELEPHONE:  814-362-5536 FAX:  814-362-888330

SPEER ELECTRONICS, INC.

PART MAXIMUM MAXIMUM MAXIMUM
DESIGNATION CONTINUOUS SURGE CURRENT RESISTANCE

 CURRENT@ 70°C @ 70°C

RM73Z  IH 0.5 Amps 1.0 Amp Max. for <1 second.

RM73Z 1E 1.0 Amps 2 Amp Max. for <1 second.

RM73Z 1J
RM73Z 2A 2.0 Amps 5 Amp Max. for <1 second.

RM73Z 2B

RM73Z 2E 2.0 Amps 10 Amp Max. for <1 second.

RM73Z 2H

RM73Z 3A

RM73Z 2B T

Type Size Code Packaging

(See Page 4) (See Appendix A)
1H: 0201 T: 7” Punched Paper
1E: 0402 TE: 7” Embossed Plastic
1J: 0603 TP: 7” Punched Paper
2A: 0805 2mm 0201 and 0402 only.
2B: 1206 TDD: 10” Punched Paper
2E: 1210 TED: 10” Embossed Plastic
2H: 2010
3A: 2512

FLAT CHIP RESISTORS
RM73Z

ZERO OHM JUMPER

FLAT CHIP RESISTOR - ZERO OHM JUMPER

- Silver Element

- Anti-Leaching Nickel Barrier Terminations

- 90/10 Solder Plated Terminations, Standard

- White “000’ Marking on Black Protective Coat:

-  1H and 1E sizes are Green with No Marking

- 1J (0603) has White 0 Marking

- Also Available in 100% Tin Terminations
(No Lead)

STANDARD APPLICATIONS

ORDERING & SPECIFYING INFORMATION
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